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ABSTRACT 


The puipose of this research is to apply the VHSIC Hardware Description 
Language (VHDL) to the Data Flow design of a simple W-4 computer. Two of 
the three description views of VHDL will be discussed in this research. One is 
the behavior description of the W-4 computer in VHDL, and the other one is the 
data flow description. Both models will be discussed in detail. The basic 
concepts and significant features of VHDL will also be shown here with the 
experimental results. The objective is to verify a data flow design of a computer 
in terms of its functionality and timing behavior. The data flow model studied 
here can be synthesized into a structural model in gates. 
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I. INTRODUCTION 


A. OBJECTIVE 

The main purpose of this thesis is to apply the VHSIC Hardware Description 
Language (VHDL) to the Data Row design of a simple computer, W-4, as well 
as to show why it is called a top-down design language, and how it works. 

B. WHAT IS VHDL ? 

VHDL is a new language to be used in the design and description of digital 
electronic chips, boards, and systems. VHDL opens the road for designs with the 
same description language used from the top system down to the gate level, and 
allows the designer to design the device independently by using the same 
consistent tools and standard descriptions, which was released in 1987 as the 
"IEEE Std 1076-1987" by IEEE. 

C. WHY USE VHDL ? 

The older Hardware Description Languages such as CDL, ISP, and AHPL 
have been used for the last 10 years. Because their timing modeling capability is 
not precise and can not handle complex hierarchical hardware structure, those 
language are out of date. 

The newer language, VHDL, has more universal timing models, has a high 
degree of accuracy, implies no particular hardware structure, and is an 
executable and portable documentation language. It is likely to be the most 
important electronic design language in both the commercial and the military 
electronic design areas for the future. 


1 





D. WHAT IS A DATAFLOW DESCRIPTION ? 

When viewing a design at a higher level of abstraction above the gate level, it 
is often convenient to discuss activity in a system in terms of directions of Data 
Flow. Data Flow describes the networic of signals among functional units such as 
Arithmetic Logic Unit(ALU), Program Counter(PC), Temporary Address 
Register(TAR), Accuinulator(ACC), Instruction Register(IR), control, and 
memory. Each part of the Data Flow description can be explicitly described in a 
VHDL text representation, just as in many RTL languages. 

E. WHAT IS THE SCOPE OF THIS THESIS ? 

W-4 is a tutorial and demonstration 4-bit machine with accumulators for 
arithmetic operations. The memory space of the machine has 16 locations. 
VHDL will be used in the description of this existing machine to check out the 
original design. This paper machine written in VHDL will also be simulated to 
find the limitation of its performance. 

The objective is to study the VHDL design methodology in describing the W- 
4 computer, explore and investigate mixed level simulation involving models of 
different complexity levels, and show the advantage of the incremental 
development of various function models in the design. 

This thesis addresses the following issues: 

• First, to know about the operations of the W-4 computer, especially to 

know how the data transfer occurred in the system. 

• Second, to become familiar with the VHDL langu..ge. 

• Third, to describe the W-4 computer in VHDL and investigate the 

advantages and disadvantages in this modeling process. 

• Fourth, to gain experience with the data flow modeling approach in VHDL. 
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F. AN OVERVIEW OF THE THESIS 

The thesis subjects are divided into five chapters. 

The second chapter first introduces the basic concepts of the VHDL 
language. These are classes of object and data types. Next, it introduces the 
basic structures of the VHDL. It includes entities, architectures, packages, and 
functions. Then, the processes, attributes, as well as control statements are 
discussed. Finally, the three views of description in VHDL, behavior, dataflow, 
and structure are introduced. All structures and t^minology discussed here will 
be used throughout the thesis. 

Chapter m relates to the data flow implementation of the W-4 computer 
constructed by Professor John R. Ward [Ref. 1]. These include PC, ACC, 
B_register, IR, TAR, ALU, RAM, controller as well as tesubench which 
integrates and simulates the W-4 computer of the design system. 

Chapter IV discusses the experiences gained in the use of this system 
modeling approach, such as the basic concepts, the concurrence and sequence, the 
initial value setting, time modeling and accuracy, as well as inertial delay. 

The last chapter is a conclusion, which discusses the advantages and 
disadvantages, as well as the further extension of the system to a lower level 
structure design. 
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II. BASIC FEATURES OF VHDL 


It is necessary to introduce some ideas about VHDL in order to understand 
the thesis development. This chapter will present a brief overview of some 
important features of VHDL, which will be used throughout the thesis. The first 
section describes some basic concepts, classes of objects, and data types. The 
second section states some basic structures including entities, architectures, 
subprograms, and packages. The third section shows the process, attributes, and 
control statements. The last section introduces the three primary modeling views 
of the VHDL behavioral, data flow, and stractural [Ref. 2]. The examples in this 
section are used to explain and demonstrate the language features to show how 
they are different from the usual languages, and how they are alike. 

A. BASIC CONCEPTS OF VHDL 
1. Classes of Object 

There are three classes of object in the VHDL language: constants, 
variables and signals. An objects is created when it is declared. They are 
discussed as follows: 

a. Constants 

A constant is an object whose value can not be changed. Each 
constant declaration gives the name of the constant, its type, and its value. The 
following examples show the declarations of a constant. The bold characters are 
reserved word. 

constant PCE : r_bit 

constant DATA : reword :="llir; 
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Where the "r_bit" and "r_word" are types. The numbers in quotes 
after the symbols are values assigned to constants PCE, and DATA as initial 
values. 

b. Variables 

Variables are objects whose value can be changed, and can only be 
declared in a "process" (The process will be discussed later) which they are 
considered to be static meaning that the value of each variable can be held until 
changed immediately by a variable assignment statement with no time delay. 
Two examples of variable declarations and one variable assignment are : 

variable ADDR.B : r-word := "1111"; 

variable INVL: r_bit; 

ADDR.B := "0011"; 

The first two lines declare the names, types, and initialization value. 
The variable assignment statements use the symbol to assign the value. If no 
value is specified in the declaration, the default value will be the initialization 
value. For example, for the variable INVL, the initialization value is '0*. The 
last line is a variable assignment statement. It assigns the value "0011" to the 
variable ADDR_B. 

c. Signals 

Signal values can be changed by a signal assignment statement with 
symbol "<=:", and followed by a reserved word "after" to suspend the execution 
time. For example: 

DATA <="1111" after 5 ns; 

PC<=PC+1; 

The signal DATA will be "1111" after S ns, and the new PC will be the old PC 
plus one immediately. Note, that die type of the right side must be the same type 
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as the left side, which means that the DATA must be a 4-bit vector type, or 
"r_woTd" defined in a package. 

Since, the signals are used to transfer values through the ports of 
components or provide sensitivities among jn'ocesses, components, or entities 
concurrently, the signals pertiq)s provide the most basic behavior in the VHDL. 

There are two kinds of signals, simple signal and resolved signal. Each 
simple signal has a single source called driver, which is driving the signal to hold 
the result of the signal assignment Only one source can provide a value to the 
signal which is similar to the situation in reality, where only one gate driver can 
be active at a time in a digital circuit. 

A signal with more than one signal driver, is called resolved signal. 
In VHDL, there is a bus resolution function to deal with this situation. Such a 
situation is shown in Figure 2: 


type bits is (’O’, ’1’, ’Z’); 

type bit.array is array (integer range <>) of bit3; 
function resolved.fun (bitin ; bit_array) return bit3; 
subtype r_bit is resolved_fun bit3; 


function resolved.fun (bitin : bit.array) return bit3 is 
variable resolved_value:bit3:=’Z’; 

begin 

for i in bitin’range loop 

if bitin(i)/=’Z’ then resolved.value := bitin(i); 
exit; end if; end loop; 
return resolved.value; 
end resolved.fun; 

Figure 1. Bus resolution function 
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A resolution function is a function which takes a one-dimensional, 
unconstrained array of values of the resolved type, and returns a single value of 
the same resolved type. In this thesis, most of the signals are resolved signals, 
namely "r_bit", "r_word", or "retype", whose types are defined in a package 
which will be discussed later. 

In Hgure 1, to define the bus resolution function, first, we must 
define the basic type which is "bit3". Next, use the defined "bit3" to declare the 
unconstrained array type "bi^array”. Then declare the "resolved.fun” function, 
and build the function in the package body. Last, define the "r.bit" subtype, 
which is for one bit resolved signal. The details of the package and types will be 
talked about later. 

2. Data Types 

Type is a named set of values with a conunon characteristic, and 
subtype is a subset of the values of a type [Ref. 3]. As shown in Figure 2, there 
are numbers of types. 


TYPES 

Jl 



ENUMERATION NUMERIC PHYSICAL ARRAY RECORD 

, I 

REAL INTEGER 

Figure 2. VHDL types 
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The most basic types in VHDL arc "integer" type, "real" type, and 
"enumeration" type. For example; 

type bits is (•0\T.‘Z’); 

is a "enumeration" type, which can be only three different values, 'O','!', and 
'Z'. The other types, "boolean", "bit" and "character" are also "enumeration" 
type defined in the VHDL standard package. The other example: 

type r.vector is array (range 0 to IS of integer ); 
defines the ascending integer array type, "retype". The range can be also 
descending, or not specified shown as unconstrainted symbol "o". The third 
example: 

type r_bit is resolved_fun bit3; 

is a special type for the resolved value. The "resolved.fun" is a resolution 
function name, and "bit3" is a instate type defined previously. The "r_bit" type 
is for one bit resolved signal. The resolved value will be used often in the thesis. 
Since this thesis only deals with "integer", "enumeration", and "array", the other 
types will not be discussed here. 

B. BASIC STRUCTURES OF VHDL 
1. Design Entity 

The basic unit in VHDL is called a design "entity". Any one entity may 
be reused many times within an overall descriptions, and may have several 
architectures describing different ways of realizing the "entity". To easily 
understand the concept of an "entity". Figure 3 iUustrates an example. 
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use woik.pack3.all; 
entity pcc is 

generic(DISDEL : TIME) 
port( PC : inout r_w<wd; 

INC : in r_word; 

PCL: in r_bit 
PCE: in r_bit); 

end pcc; 

Figure 3. Example of a design entity 

The unit starts with "entity pcc” , and end with "end pcc". Pcc is an 
identifiCT. Generic is a way for an instantiating architecture to pass environment 
parameter to an instantiated component In this case, DISDEL means "delay", 
and TIME means a "type" defined in VHDL standard package. The port declares 
a number of signals, PC, INC, PCL, and PCE, which will be signals in the 
architecture body. 

Each signal has an associated mode, which is "in", "out", or "inout". 
The types of "r_word" and "r_bit" are defined in a package, and that is why a 
"use" clause is present at the begiiuiing of the entity declaration. The "use" 
clause specified that thoe is a "pack3” package in the working library which will 
be visible and referred to user defined types and functions. 

2. Architecture Body 

Architecture body basically defines how the inputs and outputs signals 
of the entity are obtained. It is a means of specifying the mechanics of the entity 
directly either in behavior description or in structural decoiiqrosition in terms of 
sinqrla* componoits. Figure 4 shows the example of an architecture body. This 
is an example of an architecture body for a jvogram countra^ (PC) register that 
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has input signals, enable control (PCE), increment control (INC), load control 
(PCL), and ouQnit PC signal. 

use work.pack3.all; 
architecture atcpc of pcc is 
signal PCI: r.word; 

begin 

process(PCE, INC, PCL) 
begin 

if (PCE=’r) then 
PC<=Pa; 

• else 

PC<="ZZZZ" after DISDEL; 
end if; 

if (inc=’r) then 

PQ<=inc_word(PCI); 
end if; 

if (PCL=*r) then 
Pa<=:PC; 
end if; 
end process; 
end arcpc; 

Figure 4. Example of an architecture body 


The VHDL program of this example is totally a behavior description of 
the pcc entity. As mentioned before, it is similar to high level programming 
languages. One internal signal PCI are declared as type "r.word”. Three 
sensitivity signals PCE, PCL, INC are associated with the "process". It means 
that any change happens to any one of these signals will trigger the process. 

The delay clause "after" has been used to support the sequential 
assignment statements to implement the correct behavior. The function call 
"inc.word" sends a value to and get a value back from the package. Any number 
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of concurrent statemoits may occur in an architecture body, but in Figure 4, the 
concurrency is restricted by the process statement, which means that the 
statements are executed in sequence in a jvocess. 

3. Packages 

It may be tedious to repeat the user declarations whenever the designs 
wants to use them. So, VHDL uses a "package" mechanism for frequently used 
declarations to alleviate this problem. 

Package is divided into two parts, "package declaration" and "package 
body". Data "types", "constants", and "subprograms" can be declared in the 
"package declaration" part, and the "package body" part contains the subprogram 
bodies. If no subprogram is contained, "package body" is not required. Hgure 
S shows some of the system "package declaration" and "package body" used in 
this thesis. 


package pack3 is 
type bits is C0’,T,'Z’); 

type bit_array is array (integer range <>) of bit3; 

function resolved.fiin (bitin : bit.array) return bit3; 

subtype r_lnt is resolved.fun bit3; 

type tsv is array (intego’ range o) of r_bit; 

subtype r_word is tsv(3 downto 0); 

type retype is array(integer range 0 to IS) of r_word; 

function inc_word(count: r.word) return r.word; 


end pack3; 


package body pack3 is 

fbnction resolved.fun (bitin : bit.array) return bit3 is 
constant floatvalue : bit3 i-V; 
variable resolved_value : bit3 :='Z'; 

Figure 5. Example of package declaration and package body 
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begin 

if bitinlength=0 then return floatvalue; 
else for i in bidn'range loop 

if bitmOV^'Z* then lesolved.value := bitin(i); 
exit; end if; end loop; 
return resolved.vdue; end if; 
end resolved.fun; 


function inc_word(count:r_word) return reword is 
variable A : r_word; 

begin 

A.*acount; 

for i in countMow to count*high loop 
if A(i) = 'O’ then A(i) := T; exit; 
else A(i) := 'O'; end if; end loop; 
return A; 
end inc.word; 
end pack3; 

Figure 5. Example of package declaration and package body 

(continued) 


I^om Figure 4 and Figure S, we can see that the package declaration 
contains the public or visible declarations, which can be used by other units with 
an "use” clause in front of the entities or architectures. On the other hand, the 
"package body" contains the private or invisible operations, which is only 
aroused by itself "package declaration". 

4. Subprogram 

A subprogram is a sequence of declarations and statements that can be 
invoked repeatedly from different locations in a VHDL program [Ref. 4]. 
Thm are two kinds of subprograms, function and procedure. The difference 
between them are: 
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• The forms of subprogram specification are different The forms are shown 

as follows: 

procedure identifier interface-list 

function identiffer interfact-list return type-mark 

• The invocation of a procedure is a statement While the function is an 

expression. 

• Functions are used strictly for computing new values. While procedures 

are permitted to change the values. 

• All parameters of functions must be of mode in. While procedures may be 

of mode in, out or inout 

• All parameters of functions must be of class signal or constant While 

procedures, if no class is speciffed, parameters of mode in are 
interpreted as being of constant and paramet^ of mode out and inout 
are interpreted as being of class variable. 


Only functions will be used in this thesis, so the explanation of the usage 
of procedure is skipped. Figure 4 and Hgure 5 display the function call, 
function declaration, and function body. One of the function is named 
"inc.word". It is terminated by executing a "return” statement, which 
determines the value returned by the function call. It acts just like in a general 
programing language. The other function is called resolved.fun, is a very 
special function (resolution function) for multiple drivers or bus in VHDL. 

C. PROCESSES, ATTRIBUTES, AND CONTROL STATEMENTS 
1. Process 

In VHDL there are two things we have to be concerned with. One is 
the "concurrency", and the oUict one is the "sequency”. Within a process, all the 
statements including signal assignments are executed in sequence. The processes 
are executed in concurrency acting just like signal statements. In Figure 4, the 
statements within the process are executed in sequence. While in Figure 6 shown 
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in the following, the three processes, and one signal assignment, SYSCLK, 
RUNJ*, FETCH_P, and STOP signal assignment, are executed concurrently. 


entity control is 
generic(RDDEL, PER : TIME); 
port ( RUN : in r_bit; 

FETCH: in boolean); 
end control; 
use woik.pack3.aIl; 
architecture arcc of control is 
signal CLK: boolean; 
signal STOP, STOPR : r.bit; 
begin 

SYSCLK: process(RUN, CLK, STOP) 
begin 

if (RUN^T) and (not RUN’stable) then 
CLK <= true; 

elsif (RUN:=T') and (STOP= *0') then 

CLK <- transport not CLK after PER; end if; 
end process SYSCLK; 


RUNJ*: process(RUN) 
begin 

if RUN=’r then STOPR <= O’; else STOPR <= 1’; end if; 
end process RUN_P; 


FETCH^P: process 

begin _ 

wait on FETCH; 

- Inner executable statement 


wait for RDDEL; 

- Inner executable statement 


end process FETCH JP; 


STOP<>STOPR when not STOPR'quiet else 
STOP; 

end arcc; 


Figure 6. Example of a process 
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Each process defines a specific action, or behavior. The action is 
activated by any one of the changed sensitivity signals, and as shown in Figure 4, 
PCL, PCE, and INC are three sensitivity signals. If there is no changed 
sensitivity signal, the process is suspended. Therefore, a process is always in one 
of the two states, active or suspended. 

Within a process, the VHDL provide three forms of "wait" to control 
the states. They are: 

wait on signal.list; 

wait until condition; 

wait for time-expression; 

Figure 6 demonstrates four processes in the same architecture body. 
They are SYSCLK, RUN_P, FETCH^P and one special process, STOP signal 
assignment. They are running concurrently. But in the process, the statements 
are running in sequence. Despite specifying the sensitivity signals within the 
parenthesis, the sensitivity signals can also be expressed just like in the FETCH.P 
process using the reserved word "wait on". The other suspension statement "wait 
for" hold the execution some delay time, which is the parameter defined in the 
generic declaration. 

2. Attribute 

Certain classes of items in VHDL may have attributes. These classes 
ars: 


types, subtypes 
procedures, functions 
signals, variables, constants 
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entities, architectures, configurations, packages 

c(»nponents 

statement labels 

An attribute is a named characteristic of items belonging to these classes. Some 
predefined attributes, which will be used in the thesis, are quite useful. These 
are [Ref. 4]; 

a, S*stable(T) 

S'stable is of type BOOLEAN, signal-valued attribute. The T 
parameter is optional. The default value is 0 ns. This attribute defines that it is 
true if S has been stable for the length of T time units, otherwise it is false. 
h. S*quiet(T) 

S'quiet is of type BOOLEAN, signal-valued attribute. The T 
parameter is optional. The default value is 0 ns. This attribute defines that it is 
true if S has not had transaction (i.e. not active) for the length of time T, 
otherwise, it is false. 

e. A'range(N) 

A'range is of type integer, array attribute. The parameter is 
optional. The default value is 1. This attribute returns the range of the Nth 
index of the array object or constrained array subtype. 
d. A*length(N) 

A'length is of type integer, array attribute. The parameter is 
optional, and the default value is 1. This attribute returns the number of values 
in the Nth index of the array object or constrained array subtype. 
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3. Control Statements 

The control statements in VHDL are IF, CASE, LCX)P, NEXT, EXIT, 
RETURN, and WATT. Most of them will be used in the thesis excq>t the NEXT 
statement Exan 4 >le 1 and 2 display some usages of them. 


Exanq>le 1: 

architecture arcalu of alu is 
signal ALUB : r_word; 
begin 

process(CB, ALUEN, A.ALU, B_ALU) 
variable addb: r.word; 

begin 

CB is 

when "OOir => —CALL ADD FUN 

addb:=addv(A_ALU,B_ALU); 
when "1010" => —CALL SUB FUN 

addb:=subv(A_ALU,B_ALU); 
when others s> —DO NOTHING 

end case; 

if ALUEN=’r then ALUO<=addb; 
else ALUO<:="ZZZZ" after DISDEL; end if; 
end process; 
end arcalu; 


Example 2: 

function inc_woFd(count7_woid) return r_woid is 
variable A:r_word; 

begin 

A.*acount; 

for i in countTow to count'high loop 
if A(i) = 'O' then A(i) := T; exit; 
else A(i) := 'O'; end if; end loop; 
return A; 
end inc_word; 


The WATT statements, as shown in Hguie 6, are used to suspend a process for a 
period of time or until an event occurs. 
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D. THREE MODELING VIEWS OF VHDL 


VHDL capabilities are generally divided into three ways of modeling, 
behavioral, dataflow, and structural. The definitions are shown in Figure 7 [Ref. 
2 ]. 


THREE -VIEW" OF VHDL 

Behavioral 

Structural 

Dataflow 

Definition 

A purely algorithmic 
deeciiption of a component 
The language is similar to 
existi ng ge ne ral - purpose 
languages. 

A simple netlist description 
of the component. 
Subcomponents may be 
specified at lover levels 
of the hierarchy or drawn 
from a library. 

Describes network of 
signals, where function of 
each transformer is 
explicit in a text 
representation. As in many 
RTL languages, time may be 
dealt with explicitly. 


Figure 7. Comparision of three modeling views of VHDL 


In all these three levels, the entity declaration identifies the primary interface 
signals of the system, and the architecture body relates to the contents of the 
entity. 

Hgure 8 is a fuli_adder scheme diagram of the following examples. It 
consists of 2 xor gate, 2 and gate, and 1 or gate. Which means it is composed of 
2 half.adder and 1 or gate. 

Thoe are three input signals, X, Y, and Cin, as well as two output signals 
Sum and Cout, which are of type of bit. The a, b, and c are internal variables, 
which are not visible. This diagram can be described in different ways of 
description with VHDL, which are behavior, dataflow, and structure. 
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Figure 8. A Full^adder 

Since all these three methodologies are using the same entity declaration, so 
the entity of full.adder will be shown first in Figure 9 before the discussion of 
the three modeling view of VHDL. 

entity fiilLadder is 

port( X, Y, Cin : in bit; 

Sum, Cout: out bit); 

Old full; 

Figure 9. Entity of a Full_adder 

The "fiill.adder" is the name of the entity. The input signals X, Y, and Cin, as 
well as the outi>ut signals Sum and Cout are to be generated in the architecture 
body in the following three ways. 
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1. Behavior 

In the view of behavior, the VHDL may provide a purely algorithmic 
description of a component The behavioral description is expressed in the same 
way as many high level languages such as PASCAL, FORTRAN, HDLs, or other 
programming languages. It allows some common commands such as If, Case, 
Loop, Next, Exit, Wait, and After statements [Ref. 2]. The language constructs 
can be seen in Figure 10. 


architecture behavioral.view of fiill.adder is 
begin 

process(X, Y, Cin) 

variable a, b, c : bit; 
begin 

if (X=Y) then b:-0‘; else b:=s‘r; end if; 
if (X='0') or (Y=’0’) then a:=’0’; else a:^*!’; end if; 
if (b=Cin) then SunK=’0'; else Sum<=T’; end if; 
if (b=’0') or (Cin=’0’) then c:ss'0'; else c:*'!’; end if; 
if (a=’r) or (c=’r) then Cout<=T’; else Cout<=’0’; end if; 
end iHocess; 
end behavioral_view; 

Figure 10. Behavioral constructs 


Hgure 10 is a behavior model of a one bit full.adder declared before. 
The rruun feature used in behavior is the "process” of the VHDL. That allows 
declaration of local variables for calculation or to hold the value. The three 
sensitivity signals X, Y, and Cin are used to invoke the process for calculation in 
sequence. These signals are interfaced through the port of the entity declaration. 
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2. Data Flow 

In the view of data flow, VHDL is similar to many RTL languages. 
The VHDL description may provide a description of an "entity" and 
"architecture” called "component" to describe a netwoik of signals. Time may 
be explicitly dealt with. Register signals and bus signals can be described in the 
data flow. The data flow constructs for a bit fulLaddo’ is shown in Figure 11. 

architecture dataflow.view of full_adder is 
signal b: bit; 

begin 

b<=X xor Y after 10 ns; 

Sum<=b xor Cin after 10 ns; 

Cout<=(X and Y) or (b and Cin) aftra* 20 ns; 

end dataflow_view; 

Figure 11. Data flow constructs 

The main features of Figure 11 are the signal assignments. Three signal 
assignments act just like three different "processes” calculating in concurrence. 
The "after" clauses are involved for timing accuracy. The statements used here 
are also more close to the structural views than the behavioral view. 

3. Structure 

In the view of structure, A VHDL description may include the 
equivalent of a netlist description of components. The components in the netlist 
may be given in another descriptions at a lower level in the hierarchy, or in the 
existing library. Figure 12 displays the structure constructs. 

You can see that half.adder and or^gate are the components which may 
exist in a lower architecture or in a library. The signals of the actual ports 
specification are in the same order as the local ports in the component The 
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"use" clauses invoke the formal ports of components which are stored in a 
library. 


use woik.half_adder.all; 
use woik.Qr_gate.all; 

architecture structure_view of full_adder is 
con^nent half_adder 

port(ll. 12 : in bit; C, S : out bit); 
end conr^Mnent; 
component or_gate 

port(ll. 12 : in bit; O : out bit); 
end c<Miqx>nent; 
signal a, b, c : bit; 
begin 

U1 : half_adder port map(X, Y, a« b); 

U2 : half_adder port map^, Cin, c. Sum); 

U3 : or_gate port map(a, c, Cout); 
end structuie_view; 

Figure 12. Structural constructs 


VHDL is a complex language. It is not possible to discussed all the features 
of this language hoe. Therefore, the emphasis in this ch^ter is concentrated on 
those features in the data flow simulation program of a later chapter. 
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III. DATA FLOW IMPLEMENTATION OF THE W-4 

COMPUTER 


This chapter describes an actual VHDL implementation of data flow 
configuration of the W-4 computer. Before details are discussed, a special 
package used in the VHDL implementation is described. It is also necessary to 
introduce the W-4 computer, therefore a VHDL behavior model will be 
presented first to illustrate the instructions. 

This chapter consists of three sections. The first section is about the W-4 
system "package declaration" and "package body", where the types and functions 
used in the data flow implementation are defined. The second section introduces 
the W-4 con^uter with the behavioral description in VHDL. The last section 
describes the data flow implementation of the W-4 system. Data flow 
components include Program Counter (PC), Accumulator (ACC), B Register 
(B_REG), Instruction Register (IR), Temporary Address Register(TAR), 
Arithmetic Logic Unit (ALU), Random Access Memory (RAM), controller and 
test.bench. 

A. W-4 SYSTEM PACKAGE 

The W-4 system package contains the types and functions frequently used in 
the data flow implementation. The package has two parts, the W-4 system 
package declaration and the W-4 system package body. 

1. System Package Declaration 

Hgure 13 shows the complete W-4 system package declaration called 
"pack3". The general type "bit3" is first declared as a three.valued enumeration 
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type, 'O', and 'Z'. Second, the type "bit_array" is defined as an 
unconstrained array of "bitS". These types are only used by the bus resolution 
function, "resolved.fun" which is described in the package body. Following this, 
a subtype "r_bit" is defined. Whenever the "r_bit" is applied, it automatically 
invokes the bus resolution function ”resolved_fun”, and returns a value in type 
"bit3". The following type "tsv" is defined as an array type whose individual 
elements are of subtype "r^bit". The "tsv” is an unconstrained array. On the 
other hand, the type "r_word" is a resolved four bits vector. The last "r.type" is 
defined as an array type with 16 elements. Every element of the array is of type 
"r.word". This is intended to be used for the implementation of the RAM 
storage. 


package pack3 is — PACKAGE DECLARATION 

type bit3 is (’O’, ’1’, ’Z’); 
type bit.array is array (integer range o) of bit3; 

Action resolved.fun ^itin : bit.array) return bit3; 

subtype r_bit is resolved_fun bit3; 

type tsv is array (integer range o) of r.bit; 

subtype r.word is tsv(3 downto 0); 

type r.type is array(integer range 0 to IS) of r_word; 

Unction bitarray_to_int (bits : r.wtvd) return natural; 
function int_to_bitarray (int: natural) return r.word; 
function inc_word(count: r_word) return r_word; 
function inv_w(A : r_word) return r_word; 
function addv(A : r_word; B : r_word) return reword; 
function subv(A ; r_word; B;r_word) return r.word; 
function andv(A : r_word; B : T_woid) return r_woid; 
function orv(A : r.word; B : r_wOTd) return r_word; 
function xorv(A : reword; B : r_word) return r_word; 
endpackS; 


Figure 13. System package declaration 
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In addition to the "rsolved.fun” function, there are nine functions 
declared in the package, "bitarray_to_int", ’’int_to_bitaiTay", "inc_word", 
"inv_w", "addv", "subv", "andv", "orv", and "xorv". The parameter of a 
function includes the name and type declared in the package. The type 
"r_word", a resolved four bit array is used most of the time. The returned type 
is also shown in the package declaration. The interior of the functions are just 
like any other general programming language. The package body is shown in 
Hgure 14. 


package body pack3 is — PACKAGE BODY 

function resolved.fun (bitin : bit.array) return bit3 is 
constant floatvalue : bit3 := 'O'; 
variable resolved.value : bit3 := 'Z'; 
begin 

if bitin'length=0 then return floatvalue; 
else for i in bitin'range loop 

if bitin(i)/='Z' then resolv«l_value := bitin(i); 
exit; end if; 

end loop; return resolved.value; end if; 
end resolved.fun; 

function bitarray_to_int (bits : r_word) return natural is 
variable result: natural 0; 
begin 

for i in bits'range loop 
result := result*2; 

if bits(i)=:'r then result := result+1; end if; 
end loop; return result; 
rad; 

function int.to.bitarray (int: natural) return r_word is 
variable digit: natu^ 2**3; 
variable lo^: natural; 
variable result: r.word; 
begin 
local:=int; 


Figure 14. System package body 
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for i in result'range lo<^ 

if loca]>sdigit tlwn iesiilt(i) *1'; local := local-digit; 
else iesult(i) := *0'; end if; 
digit digit/2; 
end loop; return result; 
end int_to.bitaiTay; 

function inc_woid(count: r_word) return r_woid is 
variable A ; r_woid; 
begin 
A^=count; 

for i in countlow to count'high loop 

if A(i) = ’0* then A(i) := T; exit; 
else A(i) := 'O'; end if; 
end loop; return A; 
end inc_word; 

function inv_w(A : r_woid) return r_word is 
variable teitq>: r_word; 
begin 

for i in A'range loop 

if A(i)='0' then temp(i) := '1'; 
else teti^i) 'O'; end if; 
end loop; return temp; 

Old inv_w; 

function addv(A : reword; B : rjword) return r_word is 
variable c: integer, 
variable cv : r_wo^; 
begin 

c:=bitarray_to_int(A)+bitarray_to_int(B); 
while c >= 16 loop c c rem 16; 
end loop; 

cv := int_to_bitarray(c); return cv; 
endaddv; 

function subv(A : r_word; B : r_word) return reword is 
variable cv, c, cO : r.word; 
begin 

cO := "0001"; c:^dv(A, inv_w(B)); cv:=addv(c, cO); return cv; 
Old subv; 

functicm andv(A : r_word; B : r_word) return r.word is 
variable temp: r.wcvd; 
begin 

for i in A'range loop 

Figure 14. System package body (continued) 
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if A(i)=B(i) and A(i)=’r then temp(i) := '1'; 
else ten^i) := 'O'; end if; 

(mdloop; return temp; 
end andv; 

function orv(A : r.woid; B : r_woid) return r_word is 
variable tenq): r.word; 
begin 

for i in A'range loop 

if A(i)=’l’ or B(i)= '1' then temp(i) := '1'; 
else tenqKi) := 'C; end if; 
end loop; return temp; 
end <nv; 

fiincticm xorv(A : r.word; B : r_word) return r_word is 
variable tonp: r.word; 
begin 

for i in A'range loop 

if A(i)/=B(i) then temp(i) := '1'; 
else temp(i) 'O'; end if; 
end loop; return temp; 
end xorv; 
endpackS; 


Figure 14. System package body (continued) 


The function "bitarray.to.int" converts bit array, r_word, to a natural 
number. The function ''int_to_bitarray'' performs the opposite conversion. The 
function "inc.word" performs the increment of the value by one and returns a 
r.word type value. The next function "inv.w" generates the I's complement of 
the bits of the argument The functions "addv" and "subv" execute the operations 
of addition and subtraction. The last three functions "andv”, "orv", and "xorv" 
perfOTm the logical "and", "or”, and "xor" opoations . 

B. A BEHAVIORAL DESCRIPTION 

A functicmal block diagram of the W-4 simple conq>uter is shown in Hgure 
IS [Ref. 1]. 
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Figure 15. W-4 computer block diagram (adopted ft'om [Ref. 1]) 


This 4-bit computer mainly consists of seven parts, temporary address 
register (TAR), program counter (PC), random access read/write memories 
(RAM), A register (A_R£G), B register (B_REG), arithmetic and logic unit 
(ALU), and instruction register (IR). It is a 4-bit computer data flow model 
controlled by the controller and sequeiu^er. There are 16 assembler instructions 
for the W-4 computer which are shown in Hguie 16 [Ref. 1]. 

As you can see that the W-4 is a register oriented computer that has the basic 
move instructions, LDA, STA, and LDI. Arithmetic and logic instructions 
include ADD, SUB, AND, OR, and XOR. Branch control instructions are JUMP 
and JAN. The others, INCA, SHAL, CLA and CMA are accumulator 
manipulation instriKtions. 


28 














Mnemonic 

MacKint 

code 

Optiation 

Remazks 



[Raaaa] ACC 


ADDe&oA 

0010 

aaaa 

[ACCl^lRaaaa] •> ACC 

C0.0;S1.S0.1; S2-0; 

SUBaea* 

0011 

aaaa 

[ACC]-[Raaaa] •> ACC 

C0.1;S1-1;SO-S2-0; 

STAmm 

0100 

aaaa 

[ACC] -> Raaaa 

Ston [ACC] in Raaaa 

ANDaua 

0101 

aaaa 

[ACCl«[Raaaa] -> ACC 

S2.S1.1;SO-CO-0; 

ORaam 

0110 

aaaa 

[ACC]4.[Raaaa] -> ACC 


XDRaaae 

0111 

aaaa 

[ACC]e[Raaaa] --> ACC 

S2-l;S0«S1-C0-0; 

LDIdddd 

1000 

dddd 

dddd --> ACC 

Load hnmediate data 
(dddd is a d-hit data w«xd) 

JUMPaa&a 

1001 

aaaa 

aaaa PC 

Vnp tenairt instxuctien at 

aaaa 

JANaeae 

1010 

aaaa 

II[ACCj<0,aaaa -> PC 
«lM.execute next instruction 

to aaaa ii 

[ACC] is Noeativt 

INCA 

1011 

(ACCUl -> ACC 

Lnacment the Accumulatox 

SHAL 

1100 

[A2A|Ao]0-> ACC 

Shift [ACC] Uit 

CLA 

1101 

0000 -> ACC 

Cleax the Accumulatox 

Q2S 

1110 

[ACC]'-> ACC 

One's Complement [ACC] 

HALT 

1111 

Halt the execution. 

Stop the clock 



Figure 16. Instructions and code operations (adopted from 

(Ref. 1]) 


The original register transfer language (RTL) specifications shown in Figure 
17 describes the micro operations of the W-4 computer [Ref. 1]. 
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Figure 17. Micro operations of W>4 computer (adopted from [Ref. 

1 ]) 
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Instruction 

opcode 

Micro operations 

Remarks 

JAN 

1010 

[Rpcl—->TAR 
[PCI ♦ 1 —>PC 


[TAR]--> PC* 


INCA 

1011 



[ACC] ♦ [B] ♦ C0- —>ACC 

CO-1 

SHAL 

■■■ 

lACCl > B 


[ACC] ♦ [B] ♦ C0-->ACC 


CLA 

1101 



CMA 

1110 

1111 —-> B 


[ACCl 0 [B]--> ACC 


HALT 

1111 

NOP 


NOP 


NOP 


NOP 



Figure 17. Micro operations of W-4 computer (continued)(adopted 

from [Ref. 1]) 

For the instruction JAN, the symbol there means that a conditional 
programmed jump will take place only if the MSB of [ACC] is T, which means 
that the contents of ACC is smaller than zero. Otherwise, [TAR] will not be 
loaded into the PC. 

A complete W-4 behavioral model in VHDL description is shown in 
appendix A. As a brief example for explanation, only two of the sixteen 
instructions, LDA and STA are shown in Figure 18. Since the purpose is to 
simulate the behavior of a W-4 compurer, there is no need for signal port 
declaration in the entity statement of the first line in Figure 18. 
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entity behav3 is end behavS; 
use woric.pack34dl; 
architecture arcbehavS of behavS is 
signal P_C : r_woid := "0000"; 
signal A_CC, IN_STR : reword; 

signal RAM : r.type := ("0001","1110","0100","llllVllir, 

"iiir."iiir."iiio","oiiiviiio", 
" 1110"."! 100"," 1 lor," 111 r," 1100", 
"0001"); 

begin 

process(P_C) 

variable ir, b_icg, tar : r_word; 
variable int_pc, int.tar, int.acc : integer; 
begin 

ir := RAM(bitarray_to_int(P_C)); 
intjc := bitarray_to_int(P_C)+l; 
case iris 

when "0001" => —LOAD 

IN_STR <= ir, 

int_tar :=bitarray_to_int(RAM(int_pc)); 

A_CC <= RAM(int_tar); 
int_pc := int_pc+l; 

P_C <= int_to_bitaiTay(int 4 )c); 
when "0100" => —STA 

IN_STR <= ir, 

int_tar := bitarray_to Jnt(RAM(int_pc)); 
RAM(int_tar) <=A_CC; 
int_pc := int_pc+l; 

P_C <= int_to_bitarray(int_pc); 


when others => 

IN_STR <= "1111" after 2 ns; 

end case; 
end {ffocess; 
end arcbehavS; 

Figure 18. A behavioral description 


The total model is contained in one process. Therefore, the VHDL 
instructions are performed in sequence just like any other high level 
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jH’ogramming language as mentioned in previous chapter. There are four 
signals, P_C, A_CC, IN_STR, and RAM, whose values can indicate the execution 
status of the W-4 computer. The initial values have been set in the P_C, and 
RAM signal declarations which is used to run a VHDL program. 

The sixteen 4-bit pattern as the initialized value for the signal RAM is a 
simple demonstration program. The sensitivity signal P_C invokes the running 
process whenever the P_C value changes. The CASE statement acts like a 
general programming language construct to direct the control to different part of 
the process depending on the instruction decoding. Because it is a 4 bits 
computer, the results of arithmetic and logic operations more than 4 bits are 
truncated. 

For comparison, the mnemonic instruction of this demo program is shown in 
Figure 19. 


Address 

Location 

Mnemonic 

Program 

Coded 

Program 

Remarks 

0 

i 

a 

LDAE 

0001 

1110 

Load the A_register vith the number 
in memory register 14 

2 

3 

•4 

0010 

0011 

STAF 


Store the contents of the A-register 
to the memory register 15 

IJUl^ 

HALT 

1111 

Stop 

14 

15 

. 

Don't can 

12 

1 

a 

Data in memory register 14 

Data in memory roaster 15 

1110 

1111 

1100 

0001 


Figure 19. Demonstration program in machine code 
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The first instnictioii is "LDA E” which loads the contents of memory 
register ”E" into the A_REG. The instruction code of LDA, "0001" is stored at 
the address location "0" and the operand address "E”, "1110", is stored at the 
address "1". 

The second instruction is "STA P which means to store the contents of the 
A.REG to the memory location "F". The instruction code of STA, "0100" is 
stored at the memory location "2", and the operand address "P, "1111", is 
stored in the address location "3". The third instruction "HALT" is stored in the 
next memory location "4". This instruction will stop the operations of the W-4 
computer in this demo run. 

The contents at the memory locations "E" and "P are "1100" and "0001". 
These location are used to store the data. The rest of the instruction codes above 
address location "4" can be ignored because of the "HALT" instruction. 

Figure 20 shows the VHDL simulation result. The signals were changed in 
the execution of the instructions LDA and STA. In both the LDA and the STA 
instruction, the operands are converted from bit array to integers so that the 
appropriate locations in VHDL can be accessed. This conversions are clearly 
shown in the VHDL program in Figure 18. 


TIME(ns) 

P_C 

IN STR 

ACC 

RAM(14) 

RAM(15) 

0 

"0000" 

"0000" 

"0000" 

"1100" 

"0001" 

+ 1 

"0010" 

"0001" 

"1100" 



•1-2 

"0100" 

"0100" 



"1100" 

2 


"1111" 





Figure 20. Result of a behavioral model simulation 
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The first column of Hgure 20 shows the time line progress from 0 ns to 2 
ns. The "+1" and "4-2" means one delta cycle and two delta cycle of the VHDL 
simulator of the simulation time zero nano second. Delta cycles are used in the 
simulator to update signals which are triggoed without delays. 

The second row of Figure 20 shows the contents of the signals, which are the 
initial value before the execution. The third row shows the contents of each 
signal at time "+1 delta cycle". At this point in time, we can see that the P_C is 
"0010", the IN_STR is "0001" which is the code of the LDA instruction, and the 
LDA have loaded the A_CC with the contents from the memory location 14 
which is "1100". The fourth row shows the effects of STA operations. After the 
execution, the P_C is "0100", the IN_STR is "0100" which is the code of the 
"STA" instruction, and the RAM(1S) has been stored with the value of A_CC 
which is "1100". The last rows shows the effect caused by "IN_STR <="1111"" 
after 2 ns delay. The statement is shown in Figure 18, which terminate this 
behavior simulation. 

C. A DATA FLOW DESCRIPTION 

In general, data flow descriptions are much more complicated than 
behavioral descriptions. In this section a VHDL data flow implementation of the 
W>4 computer is introduced. Figure 21 shows the system block diagram of the 
data flow model. This model contains one W-4 system package which have been 
introduced in the first section, and 8 con^nents, "PC", "ACC", "B_REG", "IR", 
"TAR", "ALU", "RAM", and "CONTROLLER" with five processes. 

In Hguie 21 the data flow description describes the W-4 model in terms of 
structures, which means that the W'4 computer is built from components. 
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Figure 21. System block diagram of a data flow structure 


Each component is activated by the individual enable signals which are 
generated from the controller component It then transfers or loads the contents 
onto the DATA_B bus or ADDR_B bus at the jaoper time. The five processes 
in the controller component are invoked by die signal RUN to yield the enable 
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signals. The test.bench is the overall top entity that connects these components 
together. 

1. Program Counter (PC) Model 

Figure 22 is a program counter (PC) model. In this process, all 
statements are executed in sequence. The genmc declaration specifies the delay 
DISDEL which will be a value given in the test.bench at a higher level of the 
hiCTaichy. The signal PC and three sensitivity signals INC, PCX, and PCE, are 
declared in the port These interface signals activates three different functions, 
which enables, loads, or increment the program counter. The local signal PCI 
keeps the PC value in the process. The PC output is always " 7777 ", unless the 
PCE is activated. 


use work.pack3.all; 
entity pcc is 

generic(DISDEL : TIME); 
port( PC : inout r_word; 
INC: in r_bit; 
PCX; in r_bit; 
PCE: in r_bit); 

end pcc; 


use worit.pack3.all; 
architecture arcpc of pcc is 
signal PCI: r_w<^; 
begin 

process(PCE, INC, PCX) 
begin 

if(PCE = T’) thenPC<=Pa; 

else PC <= ”7777.” after DISDEL; end if; 
if (INC = T’) and (not INCstable) then PCI <= inc word(PCI); end if; 
if(PCL = T) then pa <= PC; end if; 
end {ffocess; 
end arcpc; 


Figure 22. PC model source code in VHDL 
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2. Accumulator (ACC) Model 

The accumulator (ACC) model is expressed in Figure 23. The ALEN 
signal triggers the process to load the value from the data bus which is the value 
of DATA, whenever its value is changed. The AEN enables the values of ACC 
signal forward onto the data bus. Otherwise, it sends the "ZZZZ" high 
inq)edance signal onto the bus. Since the signal A_ALU is connected to the ALU 
component without any tri-state devices, the values of the signal A.ALU is 
available to ALU all the times. 


use work.pack3.all; 
entity acc is 

generic(DISDEL : TIME); 
port( DATA : inout r_word; 
A_ALU : out r_word; 
ALEN, AEN :inr_bit); 

end acc; 


use work.pack3.all; 
architecture atcacc of acc is 
signal ACCB : r.word; 
begin 

process(ALEN, AEN) 
begin 

if ALEN = T then ACCB <= DATA; end if; 
if AEN = T then DATA <= ACCB; 

else DATA <= "ZZZZ" after DISDEL; end if; 
A_ALU<=ACCB; 
end process; 
endarcacc; 


Figure 23. ACC model source model in VHDL 
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3. B Register (B_REG) Model 

Hgure 24 is a B.REGISTER model. It buffers the data from the port 
signal DATAI. If the signal BLEN is activated then the process loads the value 
from the data bus. In other words, DATAI will be loaded into the local buffer 
signal BB in the process. Since the B_ALU is connected to ALU component 
directly, the value of the BB signal is always available to the ALU component 
right away. 


use woik.pack3.all; 
entity breg is 

port( DATAI: in r_word; 

B_ALU : out r_woid; 
BLEN : in r_bit); 

end breg; 


use work.pack3.all; 
architecture arcb of Img is 
signal BB: r_woid; 
begin 

process(BLEN) 

begin 

if BLEN = T' then BB <= DATAI; end if; 
B_ALU<=BB; 
end process; 
end arcb; 


Figure 24. B_REG model source code in VHDL 


4. Instruction Register (IR) Model 

The IR model is simpler than the others. There are three signals 
declared in the port. The sensitivity signal IRLEN triggers the process to 
transfn^ the values of DATA.I from the data bus to the output IRO. Figure 25 
shows the IR model. 
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use woik.pack3^; 
enti^ ir is 

port( DATA_I : in r_wonl; 
IRLEN :inr_bit; 
IRO : out r_woid); 

end ir; 


use woriLpackS^; 
architecture aicir of ir is 
begin 

proMss(IRLEN) 

begin 

if IRLEN = T then IRO <= DATAJ; end if; 
end process; 
end arcir; 


Figure 25. IR model source code in VHDL 


5. Temporary Address Register (TAR) Model 

Figure 26 shows the TAR model. There are four signals declared in the 
port The sensitivity signal TLEN enables the jx-ocess to load the input values 
TARI from the data bus. On the other hand, the TEN signals transfers the 
buffer values, TARB, to the address bus. For the signal TARO, unless the signal 
TEN is enabled, the output is always in high impedance state, " ZZZZ ". 


use woritpack3.all; 
entity tar is 

generic(DISDEL: TIME); 
port( TARI: in r_word; 

TARO : out r_woid; 
TLEN, TEN : in r_bit); 

end tar. 


use woric.pack3.all; 

Figure 26. TAR model source code in VHDL 
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architectme arctar of tar is 
signal TARB: r.woid; 
begin 

process(TLEN» TEN) 
begin 

if TLEN = T’ then TARB <= TARI; end if; 
if TEN = r then TARO <= TARB; 

else TARO <:= "ZZZZ" alter DISDEL; end if; 
end process; 
end aictar. 

Figure 26. TAR model source code in VHDL (continued) 


6. The Arithmetic Logic Unit (ALU) Model 

The ALU model is shown in Figure 27. The signal CB are control bits 
CO, S2, SI and SO, which is used for the "case” statement to invoke the proper 
function defined in the W-4 system package. In this way, what the instruction 
wants to do is implemented. The load variable "addb" can hold the returned 
value from the package. When the signal ALUEN is activated then the value of 
"addb” to the output, ALUO is forwarded. Otherwise, the ou^ut signal ALUO 
is always "ZZZZ". 


use woik.pack3.all; 
entity alu is 

generic(DISDEL: TIME); 
port( ALUO : out r_word; 

A«ALU, B_ALU, CB : in r_word; 
ALUEN: in r_bit); 

end alu; 


architecture arcalu of alu is 
signal ALUB: r.word; 
begin 

process(ALUEN) 

Figure 27. ALU model source code in VHDL 
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varud>le addb: r_word; 
begin 
case CB is 

when "0011" => —ADD.SHAL 

addb:=addv(A_ALU. B_ALU); 
when "1010" => —SUB 

addb:=subv(A_ALU. B_ALU); 
when "0110" => —AND 

addb:=andv(A_ALU. B_ALU); 
when "0101" => —OR 

addb:=orv(A_ALU, B_ALU); 
when "0100" => —XOR,CMA2 

addb:=xorv(A_ALU, B_ALU); 
when "1011" => —INCA 

addb;=inc_word(A_ALU); 
when"01ir=> —CMAl 

addb:="llir; 

when others => —LDA4-DI JUMP JAN 

—CLA,HALT 

end case* 

if ALUEN = ’1’ then ALUO <= addb; 
else ALUO <= "ZZZZ" after DISDEL; end if; 
end process; 
end arcalu; 

Figure 27. ALU model source code in VHDL (continued) 


7. Random Access Memory (RAM) Model 

The RAM model is a 16-location memory array. In Figure 28, the 
sensitivity signal REN together with signals RD or WRITE enables the RAM to 
read or write. 

It is necessary to initiate the RAM at the beginning of the execution. 
The initial values are coming from RAM_I signal. To avoid unnecessary error 
caused by multiple reading of the incoming RAM_I values each time, the process 
uses a counter and a local variable, "ramb", to hold the first input values RAM_1. 
At any other time without enable signals the ram will output the "ZZZZ" to 
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represent the high impedance state of the memory, which no output values will 
appeal on the data bus. 


use woiic.pack3.all; 
entity ram is 

generic( RDDEL, DISDEL : TIME); 
port( RAM_1 : in r_type; 

DATA ; inout r_word; 

MA : in r_word; 

RD, WRITE, REN : in r_bit; 
RAM_0 : out r_type); 

end ram; 


use woric.pack3.all; 
architecture arcram of ram is 
begin 

process(REN) 

variable count: INTEGER := 0; 
variable ramb: retype; 
begin 

if countsO then 

ramb := RAM_I; 

RAM_0 <= ramb; 
count count+1; 

end if; 

if REN = T then 

if (RD = T’) then DATA <= ramb(bitarray_to_int(MA)) after RDDEL; 

else DATA <= "2ZZZ" after DISDEL; end if; 
if (WRITE = T) th en ramb(bitarray_to_int(MA)) :s= DATA; end if; 
else DATA <= "ZZZZ" after DISDEL; end if; 

RAM^O <= ramb after RDDEL ; 
end process; 
end arcram; 


Figure 28. RAM model source code in VHDL 
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8. Controller 

The Controller is the center unit of the system. For convenience of 
explanation, only two of sixteen instructions, LDA and STA are shown in Figure 
29. It provides enable signals for each component at the right time to stimulate 
the system and transfer the signals. Figure 29 shows only a part of the Appendix 
B, which is a complete controller program. 


use woik.pack3.all; 
entity control is 

gencric(MADEL, WDEL, ODEL, RDDEL, ENDEL, DISDEL, PER : 
TIME); 

port ( DATA : inout r_word; 

RUN :inr_bit; 

A_ALU: in r_woid; 

IRLEN, TLEN, TEN, INC, PCL, PCE : out r bit; 

ALEN, AEN, BLEN, ALUEN, REN, RD, WRITE : out r_bit; 
CB : out r_word); 

end control; 
use woik.pack3.all; 
architecture arcc of control is 
signal IRF: r_word; 

signal CLK, EXECUTE, FETCH : boolean; 
signal CSEN, CSENE, CSENF, STOP, STOPE, STOPR : r_bit; 
signal IRLENF, IRLENB, ALENE, ALENB, AENE, AENB : r.bit; 
signal RDB, RDE, RDF, WRITEF, WRITEE, WRl lliB : r_bit; 
signal TLENE, TENE, TENB, TLENB, RENF, RENE, RENB : r_bit; 
signal BLENE, BLENB, ALUENE, ALUENB : r_bit; 
signal INCE, INCF, INCB : r.bit; 
signal PCLE, PCLF, PCLB, PCEE, PCEF, PCEB : r_bit; 
begin 


SYSCLK: process(RUN, CLK, STOP) 
begin 

if (RUN=T') and (not RUN’stable) then 

Figure 29. Controller source code in VHDL 
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CLK <= true; 

clsif (RUN=’r) and (STOP= ’Othen 
CLK <- transport not CLK 2 ^ta PER; 
end if; 

end process SYSCLK; 


RUN_P; process(RUN) 
begin 

ifRUN=’r then 

STOPR <=•()•; else 
STOPR <= '1'; 
end if; 

end process RUN_P; 


STATE: piocess(RUN, CLK, CSEN, STOP) 
begin 

if (not RUN'stable) and (RUN^T) then 
FETCH<=true; 

EXECUTE<=false; 
elsif (not CLK’stable) and (CLK) 

and (RUN=:’r) and (CSEN=T) then 
FETCH<=true; 

EXECTnE<ssfalse; 
elsif (not CLK'stable) and (CLK) 

and (RUN=T) and (CSEN=’0') then 
FETCn<=false; 

EXECUTE<=true; 
end if; 

end process STATE; 


EETCH_P; process 
begin 

wait on FETCH until FETCH; 

PCEF<=’1' after MADEL; —Memory address delay 

RENF<=’r after ODEL; 

RDF <= T after ODEL; 

WRITEF <= ’O' after ODEL; 

IRLENF <=T’ after RDDEL ; 
wait for RDDEL; 

IRF <= DATA; 

Figure 29. Controller source code in VHDL (continued) 
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—Inertial delay example 


PCEF<='0’ after ODEL; 
IRLENF<=’0' after ODEL; 

RDF <=’0’ after ODEL; 

INCF<=’1’ after ODEL, 

•0* after ODEL+RDDEL; 
RENF<=:’0' after ODEL+RDDEL; 
CSENF<='0’; 
end process FETCH_P; 


EXECUTE_P: process 
begin 

wait on EXECUTE until EXECUTE; 

CSENE<=’0’; 

caseIRFis 

when "0001" => —LDA 

PCEE<=: r after MADEL; 

RENE<='l’after ODEL; 

RDE<=’r after ODEL; 

WRnEE<=’0' after ODEL; 

TLENE<=T' after ODEL; 
wait for RDDEL; 

PCEE<=’0’ after ODEL; 

TLENE<=’0' after ODEL; 

RDE<=:'0’ after ODEL; 

RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<='r after MADEL; 

RDE<=‘r after ODEL; 

RENE<=’r after ODEL; 
wait for RDDEL; 

ALENE<=’r after ENDEL, 

•0’ after DISDEL; 

TENE<='0’ after MADEL; 

RDE<=’0' after ODEL; 

RENE<='0' after ODEL; 

INCE<=’r after ODEL, 

•O' after ODEL+RDDEL; 

RENE<=’0’ after ODEL+RDDEL; 

Figure 29. Controller source code in VHDL (continued) 
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—STA 


when "0100" => 

PCEE<=’1' after MADEL; 
RENE<=1' after ODEL; 

RDE<=’r after ODEL; 
WRITEE<='0' after ODEL; 
TLENE<=’1’ after ODEL; 
wait for RDDEL; 

TLENE<= 0’ after ODEL; 
PCEE<=’0' after ODEL; 

RDE<='0' after ODEL; 

R£NE<='0' after ODEL+RDDEL; 
wait for PER; 

TENE<=T ; 
wait on CLK; 

AENE<=’1’ after MADEL; 
TENE<='r after ODEL; 
RENE<=:’1’ after ODEL; 
WRrrEE<= l' after ODEL; 
wait for WDEL; 

AENE<='0' after ODEL; 
TENE<=‘0’ after ODEL; 
WRITEE<= 0' after ODEL; 
INCE<=’r after ODEL. 

•0’ after ODEL+RDDEL; 
RENE<=’0' after ODEL+RDDEL; 


when othos => —HALT 

STOPE<=T’ after ODEL; 
end case; 

CSENE<=’r; 
end process EXECXJTE.P; 

- —OUTPUT SIGNAL 

ALENB<=ALENE when not ALENE'quiet else —A(X! 

ALENB; 

ALEN<=ALENB; 

AENB<=AENE whra not AENE'quiet else 
AENB; 

Figure 29. Controller source code in VHDL (continued) 
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AEN<=AENB; 

BLENB<=BLENE when not BLENE'quiet else —B_REG 

BLENB; 

BLEN<=BLENB; 

ALUENB<=ALUENE when not ALUENE'quiet else —ALU 

ALUENB; 

ALUEN<=ALUENB; 

IRLENB<sIRLENF when not IRLENFquiet else —IR 

IRLENB; 

IRLEN<=IRLENB; 

TLENB<s=TLENE when not TLENE'quiet else —TAR 

TLENB; 

TLEN<=TLENB; 

'IENB<=: TENE when not TENE'quiet else 
TENB; 

TEN<=TENB; 

INCB<=INCF when not INCFquiet else —PC 

INCE when not INCE'quiet else 
INCB; 

INC<=INCB; 

PCEB<=PG^ when not PCEE'quiet else 
PCEF when not PCEFquiet else 
PCEB; 

PCE<=PCEB; 

PCLB<sPCLE when not PCLE'quiet else 
PCLB; 

PCL<=PCLB; 

RENB<=RENF when not RENFquiet else —RAM 

RENE when not RENE'quiet else 
RENB; 

REN<=RENB; 

RDB<=RDF when not RDFquiet else 
RDE when not RDE'quiet else 
RDB; 

RD<=RDB; _ 

WRITEB<s=WRITEF when not WRITEFquiet else 
WRITEE when not WRTTEE'quiet else 
WRITEB; 

WRITE<=WRnEB; 

Figure 29. Controller source code in VHDL (continued) 
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CSEN<=CSENF when not CSENFquiet else —CHANGE STATE 
CSENE when not CSENE'quiet else —ENABLE 

CSEN; 

STOP<=STOPR when not STOPR’quiet else —STOP CLOCK 

STOPE when not STOPE'quiet else 
STOP; 

end arcc; 

Figure 29. Controller source code in VHDL (continued) 

Compare the behavior model in Rgure 18 to the data flow model in 
Figure 29. it is obvious that this controller is much more complicated. The 
model in Hgure 18 has one deficiency which is that no timing behavior is 
modeled at all. The W-4 behavior model in Hgure 18 has no time modeling 
accuracy. While in this controller, the data flow model involves the time 
modeling. Examples are the delays generics declared in the test_bench. The 
values of the delays will affect the signal's transfer timing in the system. 

The controller consists of 5 processes, RUN_P, SYSCLK, STATE, 
FET(rH_P, and EXECUTE.P. These S processes and the output signals are 
executed in concurrence. Concurrency is a signifleant feature in VHDL language. 
The signal network of the controller is shown in Figure 30. 

The RUN_P process is first invoked by setting the signal RUN to 
and it generates signal STOP to control the process SYSCLK, and STATE. 

The SYSCLK process is aroused by changing the sensitivity signals, 
RUN, CLK, and STOP, and then creating the CLK signals to stimulate the 
STATE and EXECUTE processes. Meanwhile, the SYSCXK process sends a 
feedback signal to itself. 
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Figure 30. Controller signal network between processes 


The STATE process is used to generate the FETCH and EXECUTE 
state signals for controlling and arousing the activities of "fetch", or "execute" 
processes. When the RUN signal is changed from 'O' to '1', or the CLK signal is 
changed from 'O' to '1', and both RUN and CSEN signals are '1', the STATE 
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process provides a FETCH signal. Otherwise, the STATE process yields an 
EXECUTE signal. 

The first activity signal in the FETCH process yields the PCE signal, 
which stimulates the {H’ogram counter (PQ to transfer the contents through the 
ADDR.B bus to the RAM component. Next, it provides REN, RD, and IRLEN 
signals to arouse the RAM component to read the specified contents ouq>ut to the 
DATA_B bus. Then, the IR component loads in the data from the DATA.B bus. 
At the last step, it calls inc.word function to increase the PC value by one, 
changes the CSEN signal to terminate the FETCH process, and invokes the 
EXECUTE process. 

The last EXECUTE process is aroused by the CSEN signal. It decodes 
the internal signal IRF, which are the 16 instructions shown in Figure 16. In 
Figure 29, the decoding is shown with only 2 of sixteen instructions as compared 
to Figure 18. The decoding function uses the delay generics, the ”wait", the 
"after", the CLK, and the sequential assignments in process to produce the 
proper signals, and it also ceases the enable signal at the right time. To arouse 
the other 7 components which are ACC, ALU, B.REG, IR, TAR, PC, and RAM, 
there are IS signals created in this process. Figure 31 exhibits the input ouq>ut 
relationship of the signal network. 

In order to transfer the correct signals at the right time, all the output 
signals through the port must use the local buffers to hold the values. For 
example, the "WRITE" signal uses the buffo’ signal "WRITEB" for transferring 
the correct signal. 
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Figure 31. Signals input / output relationship among the processes 

9. Test Bench 

The test bench is a top entity in the data flow »nodel which includes 
other entities and architecture bodies. Since a test bench entity is not interfaced 
with any other units, there is no need to declare signals in the port 

The configuration specification is included in the architecture body, 
then, all the components are instantiated to implement the interconnect of the W- 
4 computer system. Figure 32 shows these statements. The conunent symbol "~ 
" is used to indicate different portion of the architecture. 
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entity tb is end tb; 
use woik.pack3.all; 
architecture arctb of tb is 

continent controller —CONTROLLER 

generic(MADEL. WDEL, ODEL, RDDEL, ENDEL, DISDEL, PER 
TIME); 

port( DATA : inout r_word; 

RUN : in r_bit; 

A ALU ; in r word* 

IrLeN, RENrTLEN, TEN. INC, PCL, PCE : out r_bit; 

ALEN, AEN, BLEN, ALUEN, RD, WRITE : out r.bit; 

CB : out r_word); 
end continent; 

con^nent ram —RAM 

generic(RDDEL^ISDEL :TIME); 
port( RAM_I: in retype; 

DATA : inout r_woid; 

MA : in r_word; 

RD, WRITE,REN : in r_bit; 

RAM_0: out r_type); 

end component; 

component ir —IR 

port( DATAJ ; in r_word; 

IRLEN : in r_bit; 

IRO : out r_word); 

end component; 

component tar —TAR 

generic(DISDEL: TIME); 
port( TARI: in r_woid; 

TARO : out r_woid; 

TLEN, TEN : in r.bit); 

end component; 

component pcc —PCC 

generic(DISDEL: TIME); 
port( rc : inout r_word; 

INC, PCL, PCE : in r_bit); 

end component; 

component acc -ACC 

Figure 32. System test bench source code in VHDL 
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geiieric(DISDEL: TIME): 
port( DATA : inout reword; 

A_ALU : out r_word; 

ALEN.AEN :mr_bit); 
end conqwnrat; 

component breg —B_R£G 

DATAI: in r.woid; 

B_ALU: out r_woid; 

BLEN rinr.bit): 

^cofi^wnoit; 

con^ponent alu —ALU 

genmc(DISDEL: TIME): 
port( ALUO : out r.word: 

A^ALU, B_ALU, CB : in r_woid: 

ALUEN : in r_bit): 
end component; 

for allxontrol use entity work.controUer(arcc); —CO NFIG URATION 

for all:ram use entity workJum(arcram); —SPECIFICATION 

for ali:ir use entity woik.ir(arcir): 

for a]]:tar use entity worlLtar(arctar): 

fcv allrpcc use entity work.pcc(arcpc); 

for all:acc use entity woric.acc(aicacc): 

for allibreg use entity work.bieg(arcb): 

for all:alu use entity work.alu(ait^u): 

signal REN, IRLEN, RUN, RD, WRITE, TLEN, TEN : r.bit; 

signal INC, PCL, PCE, ALEN, AEN, BLEN, ALUEN : r_bit: 

signal ACC_0, IRO, A_ALU, B_ALU, CB : r _woid: 

signal ADDR B, DATA B : r_word:="ZZZZ"; —Initial value setting 

signal RAM_I: r.type :<000r,"1110V0100","llir,"llir, 

"iinviinviiiovoinviiio", 

"11 lOVl lOOVl 101 ",”1111 ”,"1100”, 

" 0001 "): 

signal RANL.0: r_type: 

begin — COMPONENT INSTANTIATION 

Clxontroller 

generic mq)(40ns, 100ns, 50ns, 150ns, 5ns, 40n5,500ns) 
port map (DATA B, RUN, A_ALU, IRLEN, REN, TLEN, TEN, INC, 
PCL, PCE, ALEN, AEN, BLEN, ALUEN, RD, WRITE, CB): 

Rlnram 

Figure 32. System test bench source code in VHDL (continued) 
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genoic nu^lOOns, 30ns) 

port map (RAM_I, DATA B. ADDR_B, RD, WRITE, REN, RAM_0); 
Il:ir 

port nuq) (DATA_B. IRLEN, IRQ); 

Tl:tar 

genmc nuqKSns) 

port map (DATA_B, ADDR^B, TLEN, TEN); 

Pl^JCC 

generic mq)(Sns) 

port nuq) (ADDR_B, NC, PCL, PCE); 

Aliacc 

genoic nu^K^ns) 

port map (DATA_B, A_ALU, ALEN, AEN); 

Bl;bieg 

port tiu^ (DATA_B, B_ALU, BLEN); 

ALUl:altt 
generic mr 4 )(Sns) 

port map (DATAJ, A_ALU, B_ALU, CB, ALUEN); 

RUN <= T ; 
end arctb; 

Figure 32. System test bench source code in VHDL (continued) 


In order to hook up the components into a circuit, the component 
declarations make the components inside the design unit visible. The component 
ports ate called local ports. The actual ports of a component is associated with a 
component instantiation statement, which states that there is a specific instance of 
the conqwnent 

For example, for b_reg the signals DATA_B, B_ALU, and BLEN of 
the actual port are connected to DATAI, B.ALU, and BLEN of the local ports. 
Thus, there are three lists used to hook up a component, the local ports in the 
componoit declaration, the actual ports in the instantiation, and the formal ports 
in the component entity. 
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The binding between a component instance and the design entity of a 
library is accon^lished by a configuration specification, which uses the reserved 
key word "for all" and "use entity". Such configuration specification can be 
applied to all instantiations of the given con^nent as shown in Hgure 32. 

Associating generic constants are similar to the association of ports in 
VHDL. An example is the generic in the component declaration which relates to 
the generic map in the component instantiation statement. The different setting 
of values of generic constants in the generic map will affect the simulation 
behavior using this constants. 

The data flow model in this chapter has been used to run the same 
demonstration program set in the RAM of the test bench in Figure 32 as in the 
behavior model. It is doing the same operations, which is LDA and STA (read 
and write). The result is shown in Figure 33. 

The ADDR.B shows the changing value of the address bus. The IRO shows 
the correct instructions. The A_ALU is the value of the "ACC", while the 
RAM_0(14) and RAM_0(1S) shows the contents of the memory at location 14 
and 15. 

The ADDR_B is "ZZZZ" at all time unless the enable signal of a component 
has been activated for transfer. By checking the result of IRO which shows 
"0001", "0100", "1111" in sequence, and the result of A_ALU, the value "1100" 
has been transfered to RAM_0(15). All those results are the same as that of the 
behavior nuxlel except the fact that the timing in the data flow model was absent 
in the behavior simulation. 


56 





TIME(ns) 


AOOR.B 


no 


A ALU 


RAM_0(14) RAM_0(15) 


0 •0000" "OODO" "0000- "0000" "0000" 

+ 1 "IIOO* *0001* 

5 "ZZZZ" 

40 

+ 3 "0000" 

150 ‘0001- 

205 "ZZZr 
1040 

+ 3 "ooor 
1205 'ZZZr 
2040 

+ 3 "IIIO" 

2190 

+ 3 ’IIOO* 

2195 *ZZZZ" 

3040 

+ 3 "0010* 

3150 

+ 3 "OIOO" 

3205 "ZZZZ" 

4040 

+ 3 "0011" 

4205 "ZZZZ" 

4650 

♦ 4 *1111* 

5150 *1100* 

5155 'ZZZZ* 

6040 

♦ 3 *0100 
6150 

+ 3 *1111* 

6205 "ZZZZ* 


Figure 33. Simulation result of the dataflow model 


This is not the only way to represent the W-4 computer into a VHDL data 
flow model. On in experiment the activities of any signal can be traced in the 
simulation result for verification. Even the most difficult time activities can be 
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inteipreted with accuracy here. Some modification to the data flow model can 
further improve the accuracy as desired. All these significant characteristics of 
the data flow model of the experience learned in this work will be discussed in 
the next chapter. 
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IV. EXPERIMENTS OF THE SYSTEM MODEL SIMULATION 


There are five sections in this chapter to discuss some experiences obtained 
in the experiments. The first section talks about expoiences of the basic VHDL 
concept, the data type, the mode, the methods of controlling the data flow, and 
the attributes. The second section discusses the concurrence and sequence to see 
when they happen. The third section discusses how the initial value affects the 
default value in the VHDL program. The fourth section discusses and 
demonstrates the usefulness accuracy and time simulation. Clock cycle, read 
write delay, and time modeling which shows how the time modeling can verify 
the signal flow design are also discussed. The last section states the inertial 
delay. How the inertial delay affects the signal transfer and how to compensate 
this problem. 

A. EXPERIENCE OF THE BASIC CONCEPT 
1. Data Type 

As mentioned before, the VHDL language is a strongly "typed" 
language. The inadvertent nuxing of different types in an operation will be 
notified as an error. For exan:q)le, 

TARO <= TARI; 
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The TARO is a "r_word" type. The TARI must be a "r_word" type too. If the 
TARI is defined as a 4 bits vector type, there will be an error. Because the 
TARO is a resolved 4 bits vector type. Anotho* example. 


PCE<=Pa; 


If the PCE is a "r_bit” type, and the PCI is defined as a "bit" type which can have 
only 'Z*, 'O' and '!', there will also be an oror. This is the sai j situation as the 
previous example. As a result, the type of an object is always the first thing to 
be concerned with. It means that the type of the right side object of the symbols 
"<=" and must have the same as the type as of the left side object 

2. Mode 

There are three modes "in", "out", and "inout" associated with the 
signals. The mode of the object is specifled in a port declarations. 
Consequently, it must put on the correct side of the statement. For example, 

TEN <= TLEN; 

If the TEN is of "in" mode or the TLEN is of "out" mode, then the error will 
occur. For this example, the TEN must be of "out" or "inout" mode, while the 
TLEN must be of "in" or "inout" mode. 

3. Methods of Controlling the Dataflow 

In this thesis, many ways are used to control the signals flow. The data 
transfer are controlled by statements with "iP, "after delay", and "wait". 
Actually, the high impedance state "2ZZZ" plays a very important role to let the 
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correct signals flow through the bus to the other parts at the correct time. Note 
that there are two rules to follow: 


First, the "after" phrase can not be used aft^ the variable assignment. 
In example 1, the statement "after S ns" can not be used after the 
variable assignment "ir := RAM(bitaiTay_to_int(P_C))". 


example 1: 

entity behav3 is end behav3; 
use woik.pack3.all; 
architecture arcbehav3 of behav3 is 


process(P_Q 

variable ir, b_reg, tar : r_word; 
variable int_pc, int.tar, int.acc : integ^; 

begin 

ir := RAM(bitarray_to_int(P_C)) after 5 ns; —error 
int_pc := bitarray_to_int(P_C)+l; 
case iris 


when "0001" => —LOAD 

IN_STR <= ir, 

int_tar :=bitarray_to_int(RAM(int_pc)); 
A_CC <= RAM(int_tar); 
int_pc := intjw+l; 

P_C <= int_to_bitarray(int_pc); 


end case; 
end process; 
end arcbehav3; 


Second, the "ir statement can only be used in the process for 
sequential execution. In example 2, it generates an error, because the 
"case" and "ir statements are not in the process for sequential 
execution. 
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exan^le 2: 

use woric.pack3.all; 
entity alu is 

generic(DISDEL: TIME); 
port( ALUO : out r_word; 

A_ALU, B_ALU, CB : in r_word; 
ALUEN : in r_bit); 

end alu; 


architecture aicalu of alu is 
signal ALUB : r_woid; 
variable addb: r.word; 

begin 

case CB is —error 

when"00ir=> —ADD.SHAL 

addb:=addv(A.ALU, B_ALU); 


CIKI C3SC* 

if ALUEN = T then ALUO <= addb; —error 

else ALUO <= "ZZZZ" after DISDEL; end if; 

end arcalu; 


4. Attributes 

The attributes constructs are used often in this research work. It is a 
very useful feature to check the status of the signal in the VHDL language. For 
example, in hardware design a designer must oftm deal with positive edge or 
negative edge of a signal as shown in example 1. 


exanqde 1: 


CLK 
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In the following, the example 2 is selected to explain the attribute feature. The 
bold statements "(not GLK'stable) and (CLK)" mean that the condition is "true" 
when the CLK changes state from *0* to *1*. The other bold statements 
(RIJN=T') and (not RUN*stable) also mean that the condition is "true" whenever 
the RUN signal change value from 'O' to '1'. These are used for decision test in 
the VHDL language. 


Exan^le 2: 


SYSCLK; process(RUN, CLK, STOP) 
begin 

if(RUNz'l«) and (not RUN'stable) then 
CLK <= true; 

elsif (RUN='l') and (STOP= '(X) then 
CLK <= transport not CLK after PER; 
eod if; 

end process SYSCLK; 


STATE: process(RUN, CLK, CSEN, STOP) 
begin 

if (not RUN'stable) and (RUN='l*) then 
CSENS<='1'; 

FETCH<=true; 

EXECUTE<=false; 

elsif (not CLK'stable) and (CLK) and (STOPP'D') 
and (RUN='l') and (CSEN='l') then 
FETOT<=tnie; 

EXECUTE<=false; 

elsif (not CLK'stable) and (CLK) and (STOPP'D') 
and (RUN='l') and (CSEN='(y) then 
FETCn<=false; 

EXECUTE<=true; 
end if; 

end process STATE; 
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B. CONCURRENCE AND SEQUENCE 

In this section, the concunence and the sequence related problem will be 
discussed. The ability to support concurrency is a significant feature in the 
VHDL. The concurrent statement or process executes whenever the sensitive 
signals change values. There are three ways to express concurrency. They are 
by concurrent signal assignment, component instantiation, and process. Figure 
34 shows a part of the controller program. It shows many concurrent signal 
assignments. 


RENB<=RENF when not RENFquiet else —RAM 

RENE when not RENE'quiet else 
RENB; 

REN<=:RENB; 

RDB<ssRDF when not RDFquiet else 
RDE when not RDE'quiet else 
RDB; 

REXsRDB; 

WRITEB<=WRITEF when not WRITEFquiet else 
WRITEE when not WRTTEE'quiet else 
WRITEB; 

WRITE<=WRnEB; 

CSEN<=CSENF when not CSENFquiet else —CHANGE 

CSENE when not CSENE'quiet else —STATE ENABLE 

CSENS when not CSENS'quiet else 

CSEN; 


Figure 34. Concurrence via signal assignment 
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AU the signal assignments execute at the same time whenever any signal on 
the right hand side of the assignment have changed its value. For example, REN 
and RD signals may execute at the same simulation time. Figure 35 displays 
another way to express the concurrency by component instantiation. This is a 
test_bench example. 


begin — COMPONENT INSTANTIATION 

ClxontroUer 

generic nu^40ns, 100ns, 50ns, 15(his, 5ns, 40ns, 500ns) 
port map (DATA_B, RUN, A_ALU, IRLEN, REN, TLEN, TEN, INC, 
PCL, PCE, ALEN, AEN, BLEN, ALUEN, RD, WRITE, CB); 

Rliram 

generic m^lOOns, 30ns) 

port map (RAMJ, DATA_B, ADDR_B, RD, WRITE, REN, RAM_0); 
Il:ir 

port map (DATA_B, IRLEN, IRO); 

Tl:tar 

generic map(5ns) 

port map (DATA_B, ADDR.B, TLEN, TEN); 

Pl^cc 

genoic map(Sns) 

port mq) (ADDR_B, NC, PCL, PCE); 

Aliacc 

generic mq)(5ns) 

port ituq> (DATA_B, A_ALU, ALEN, AEN); 

Bl:lxeg 

port m^ (DATA_B, B_ALU, BLEN); 

ALULalu 
generic itu^5ns) 

port map (DATA_B, A_ALU, B_ALU, CB, ALUEN); 

RUN <= T’; 
end arctb; 


Figure 35. Concurrence via the component instantiation 
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The components such as "controller", "ram", "ir", "pcc", "tar", "acc", 
"breg", and "alu" are executed at the same time when the signal RUN invokes 
this test.bench. When the port signals of the components did not change its 
value, this component will be suspended until the next sensitive signals change. 
To express concurrence via processes is shown in Hgure 36. 


SYSCLK: process(RUN, CLK, STOP) 
begin 

if (RUN^T') and (not RUN'stable) then 
CLK <= true; 

elsif (RUN=T) and (STOP= ’0’)then 
CLK <= transport not CLK after PER; 
end if; 

end process SYSCLK; 


RUN_P: process(RUN) 

be^ 

ifRUN=’l’then 

STOPR <= '0'; else 
STOPR <= r; 
end if; 

end process RUN_P; 


STATE: process(RUN, CLK, CSEN, STOP) 
begin 

if (not RUN'stable) and (RUN=T') then 
CSENS<=’r; 

FETCH<=true; 

EXECUTE<=false; 

elsif (not CLK’stable) and (CLK) and (STOP=’0’) 
and (RUN='r) and (CSEN=’l’) then 
FETCH<=true; 


Figure 36. Concurrence via the process 
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EXECUTB<=^alsc; 

elsif (not CLK'stable) and (CLK) and (STOP='0') 
and (RUN^T) and (CSEN^^'O') then 
FETCH<=false; 

EXECUTE<=truc; 
end if; 

end process STATE; 


Figure 36. Concurrence via the process (continued) 

There are three processes in Figure 36. SYSCLK. RUN_P, and STATE. 
They are activated when the sensitivity signals change. The sensitivity signals 
appear in the parenthesis after the "process” keyward. For example, the RUN 
signal can invoke these three processes at the same time when RUN is changed. 

The sequency in VHDL is supported just like any other general 
prognunming language. The statements "IF, THEN, ELSE", "CASE", "LOOP, 
NEXT, EXIT, RETURN" and "variable assignment” can occur in a package or 
in a process. Even the signal assignment statements can occur in a process where 
they are executed also in sequence. 

C. INITUL VALUE SETTING 

The default value could be set in the port of an entity, component 
declaration, or a block statement In VHDL, only ports of modes "out", "inout" 
can have drivers [Ref. 4]. The driver of every signal is defined to have an 
"implicit default value” shown in Hgure 37. Both "implicit default value" of 
signals DATAI and B_ALU, are "OOCX)" which is the left element of the defined 
type. And the signal BLEN is 'O'. 
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entity breg is 

port( DATAI: in r_word; 

B_ALU : out r_woixI; 

BLEN :inr_bit); 

end Iveg; 

Figure 37. Implicit default value setting 

It is also possible to explicitly specify a default value in the declaration of 
the signal or port In this case, the "explicit default value" will override the 
implicit default value as shown in Hgure 38. The explicit default value of the 
signal B_ALU is set as " 777 . 7 ." instead of the implicit default value "0000". 

entity breg is 

port( DATAI: in r_word; 

B_ALU : out reword ;= "ZZZZ"; 

BLEN linr.bit); 

end breg; 

Figure 38. Explicit default value setting 

The simulation of the system test bench in Figure 32 is essentially. But, 
there is one flaw that the initial values of ADDR.B, IRQ, and A_ALU are 
"0000" caused by the "implicit default values". They are not affected by the 
initial value setting shown in Hgure 32, where DATA_B and ADDR_B are set to 
"ZZZZ”. Anticipation of the ADDR.B, IRO, and A_ALU in high impedance 
state, "ZZZZ" are not seen at the beginning of the simulation. 

In this case. The problem is that both signal DATA.B and signal ADDR_B 
are of mode "inout", hence the initial values of DATA.B and ADDR.B will be 
taken from the fcmnal ports whoe they are connected to. 
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To solve this problem, a modified program is attached in appendix C. The 
explicit ”7222” default values are set into eight places of formal ports of the 
components to override the "implicit default value”, "0000". These formal port 
signals are the DATA in the "control entity", the IRO in the "ir entity", the 
B_ALU in the "breg entity", the ALU_0 in the "alu entity", the DATA and 
A_ALU in the "acc entity", the DATA in the "ram entity", the P_C in the "pc 
entity”, and the TARO in the "tar entity”. 
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Figure 39. Result of the modified program 

The simulation results of the modified source program are shown in Figure 
39. Where we can see that everything of Hgure 33 is the same as that of Figure 
39 except the initial value at the beginning of the simulation. 

D. TIME MODELING AND ACCURACY 

The advantage of the VHDL is able to handle time modeling with accuracy. 
Hence, in the thesis, the two important issues are that how time simulation results 
affects the signal flow design, and how accurately can timing model be achieved 
with VHDL. The following examples and explanation will demonstrate these 
issues. 

1. Clock Cycle 

The instructions of the W-4 computer system is executed according to 
clock cycles as shown in Figure 17. The LDA instruction takes one clock for 
"fetch" and two clocks for execution. The clock cycles for all instructions are 
from two to four. Hence, in the "controller" program the clock cycle is affected 
by the "PER" delay which will make the W-4 computer as accurate as the 
hardware implementation. 

In the thesis, each clock cycle poiod is defined as 1000 ns. In Hgure 
39, a total of 6000 ns are used to complete 2 instructions, "LDA" and "STA", 
which means that 6 clock cycles have been used. 

2. Read and Write Delay 

There are two delay factors in the RAM memory, which are the "read" 
and "write" delay. The read and write timing are shown in Figure 40 and 41. 
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Figure 40. Read timing of RAM 
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Figure 41. Write timing of RAM 


71 










In Hgure 40 and 41, the delays are expressed as follows: 


TMADEL ■ 40 ns (memory address delay) 
'^ODEL « 50 ns (output delay) 

'^RDDEL ■ 100 ns (read delay) 


It is known that the ADDR.B should occur earlier than REN and RD 
in Figure 40, or earlier than REN and WRITE in Figure 41. For proper 
transfer values, if the "memory address delay" Tmadel is extended to SO ns in the 
FETCH.P process of the control architecture, that means the "delay MADEL" is 
equal or greater than the "delay ODEL", then there is an error occurred. Figure 
42 shows the part of the flow of the correct simulation results, while Figure 43 
shows the wrong simulation results. 
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Figure 43. Signal transactions for wrong MADEL 
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Compare Figure 43 to Figure 42, it is clear that the DATA_B is still 
"0001", where the correct value should be "0100". This shows that the "delay 
MADEL" must be shorter than any other enable signals in the RAM component. 
This demonstrate how the timing requirement can be checked in the VHDL 
system simulation. 

E. INERTIAL DELAY 

The "inertial delay" affects the assignment on the projected output 
waveform of the signal. It is used to represent signals which require the value 
on inputs to persist for a given time before the signal respond. It happens a lot 
in VHDL programming. For example, a form is shown as following: 

signal-name <s value after time-expression; 

This is a quite simple assignment though. When there are two more assignments 
to express the same signal of the value transfer in the process, it will be a little 
tricky. 


entity inert.del is 

port( X : inout r_bit := 'O'; Y ; out r_bit); 
end inert.del; 

architecture arc_inert_del of inert.del is 
begin 

process(X) 

begin 

Y <= X’ 

X <= T after 1 ns; 

X <= 'O' after 2 ns; 
end process; 
end arc_inert_del; 

Figure 44. Example of an inertial delay 
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Because its effect on the driver of the signal is harder to see at the rirst glance. 
Figure 44 demonstrates this characteristic of the VHDL. After the execution of 
this process, most designers will think that the value of signal "X" must be '1* 
after 1 ns. The value of "X" will be changed to 'O' afto* 2 ns shown as 'Xl' in 
the following example. But, it does not act this way. There will be only a single 
transaction on the driver for X signal shown as 'X2' in the following example. 
Because the last assignment "X <= 'O' after 2 ns;" overrides the first assignment 
"X <= '1' after 1 ns;", the value '!' can not be transfered to the X. 

example: 



In order to have these two assignments affecting the X, there are two solutions. 
First, the ou^ut X assignments can be adjusted as follows; 

X <= '1' after 1 ns; 

X <=: transport 'O' after 2 ns; 


The "transport" is used to avoid the inertial effect built in the VHDL. The other 
method is to modify the output X assignments as follows: 
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X <= after 1 ns, 

'O' after 2 ns; 

The second method is used in this thesis often to get the correct answer. 

For another example of this, the INCF signal in the FETCH.P process 
of Hgure 29 has been changed to that in Figure 45: 


FETCH_P: {H’ocess 
begin 

wait on FETCH until FETCH; 

PCEF<='1' after MADEL; 

RENF<='1' after ODEL; 

RDF <= '1' after ODEL; 

WRITEF <= 'O' after ODEL; 

IRLENF <='!' after RDDEL ; 
wait for RDDEL; 

IRF <= DATA; 

PCEF <= 'O' after ODEL; 

IRLENF <= 'O' after ODEL; 

RDF <= 'O' after ODEL; 

INCF <='!'after ODEL; 

INCF <= 'O' after ODEL+RDDEL ; —modified for example 

RENF <= 'O' after ODEL+RDDEL; —modified for example 

CSENF <= 'O'; 
end process FETCH_P; 


Figure 45. Modified source program for an inertial delay 

Of course, the result of Figure 45 will be wrong. The value of '!' can not be 
transfered to the INCF. Because it is ov^dden by the second assignment value 
of 'O'. Figure 46 is the simulation result of the correct program. Figure 47 is 
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the results after changing the assignment of the INCF for viewing the inertial 
delay in'oblem. 
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Figure 46. Signal transactions of the original program 
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"1100" "0001" "0001" "1" 

200ns 

"0000" "0" 

.Q. 

"0" 

"1100" "0001" "0001" "0" 

205ns 

"ZZZZ" "0" 

"0" 

"0" 

"1100" "0001" "0001" "0" 

210ns 

"ZZZZ" "0" 

"0" 

"0" 

"1100" "0001" "0001" "0" 

350ns 

"ZZZZ" "0" 

"0" 

*0" 

"1100" "0001" "0001" "0" 

355ns 

"ZZZZ" "0" 

•0" 

"0" 

"1100" "0001" "0001" "0" 

380ns 

"ZZZZ" "0" 

•0" 

"0" 

"1100" "ZZZZ" "ZZZZ" "0" 


Figure 47. Signal transactions for checking the '* inertial delay" 
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Compare the signal INCF of Hgure 47 with that of Figure 46, it's clear 
that the difference of signal INCF between time 200 ns to 210 ns is 'O' due to 
inertial delay. Consequently, the program counter "PC will not be incremented 
by one. This program will be suspended and yield no ouq>ut. 

In geno’al, the contents of this chapt^ are concentrated on the experience 
gain in VHDL. They can not be ignored. Though there are many 
important features of the VHDL language, the issues discussed are enough to 
describe for the W-4 system data flow model implementation. 
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V. CONCLUSION 


The primary objective of this research, to apply the VHSIC Hardware 
Description Language (VHDL) to the data flow model design of the W-4 
computer, has been achieved. Not only is the source program of the data flow 
model completed, but also important experience using the VHDL has been 
obtained. 

The data flow source program of the W-4 computer can be adopted by other 
designo^ by using a "use" clause before their programs. The main advantages of 
this program are: 

• The machine model is expandable. The source program can be 
modified to extend to more than 4 bits. 

• The simulation is traceable. The signal flow results can be traced for 
learning and verification. 

• The timing is accurate. The timing can be modeled as close to the 
designed hardware characteristic as desired. 

• The model is portable. The program can be used in any other VHDL 
environment 

In this research, all those benefits shown in the thesis match well with those 
published in the literature. There are still two flaws in the model source 
program. The "guard" and "block" constructs, which are also very important in 
the VHDL language, are not used. The model source program can be further 
developed to a structural description, where all components can be described at a 
lower level in gates. 

Though, the VHDL language is complicated and takes time to become 
familiar with, the merits in time modeling and flexibility have been demonstrated 
in the previous chapters. The designers do not need to learn all language 
constructs. They can concentrate on a small portion of the large design. 
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Different parts of the design in VHDL can be connected easily just like the 
continents used in the test bench. 

Hence, from this experience the VHDL language is shown to be rich and 
powerful. It can handle large complex hardware structure in hierarchy. 
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APPENDIX A. PROGRAM OF BEHAVIOR DESCRIPTION 

entity behavS is end behav3; 
use woik.pack3.all; 
architecture arcbehav3 of behav3 is 
signal P_C : r_word :="0000"; 
signal A_CC4N_STR : r_word; 

signal RAM : r_type:=C’0001V1110","0100Vllir,"llir, 

"111 r."i 11 ivi 1 io","oi 1 r 1110 ", 

" 1110 "."! ioo"."i ior."i 11 r,"i 100 ", 
" 0001 "); 

begin 

process(P_C) 

variable ir,b_reg,tar : r_word; 
variable int_pc,int_tar,int_acc:integer; 
begin 

ir := RAM(bitarray_to_int(P_C)); 
int_pc := bitarray_to_int(P_C)+l; 
case iris 

when "0001" => —LOAD 

IN_STR <= ir, 

int^tar :=bitarray_toJnt(RAM(int_pc)); 

A_CC <= RAM(int_tar); 
int_pc :=intjx;+l; 

P_C <= int_to_bitaiTay(int_pc); 
when "0010" => —ADD 

IN_STR <= ir, 
tar := RAM(int_pc); 
int_tar := bitarTay_toJnt(tar); 
b_reg := RAM(int_tar); 
int_acc := bitarTay_to_int(A_CC) 

+bitarTay_to_in^b_reg); 
while int^acc >= 16 loop 

int.acc := int.acc rem 16; 
end loop; 

A_CC <= int_to_bitaiTay(int_acc); 
intjK := intj)c+l; 

P_C <= int_to_bitarray(int_pc); 
when "0011" => —SUB 

IN_STR <= ir, 
tar := RAM(intjx;); 
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iiit_tar := bitaiTay.to_int(tar); 
b_reg := RAM(iiit_tar); 
iiit_acc := bitarray_to_int(inv_w(b_reg)) 
+bitaiTay_to_iiit(A_CC)+l I 
while int_acc >= 16 loop 

int.acc := int.acc lem 16; 
end loop; 

A_CC <= int_to_bitanay(int_acc); 
int_pc := int_pc+l; 

P_C <= int_to_bitairay(mt_pc); 
when "0100" => —STA 

IN_STO <= ir. 

int.tar := bitanay_to_in^RAM(int_pc)); 
RAM(int_tar) <=A_CC; 
int_pc := int_pc+l; 

P_C <=int_to_bitairay(int_pc); 
when "0101" => --AND 

IN_STR <= ir, 
tar := RAM(int_pc); 
int_tar := bitairay_to_int(tar); 
b_rcg := RAM(int_tar); 

A_CC <= andv(A_CC,b_icg); 
int_pc := intjK+l; 

P_C <= int_to_bitaiTay(int 4 )c); 
when "0110" => —OR 

IN.STR <= ir, 
tar ;= RAM(int_pc); 
int_tar := bitaiTay_to_int(tar); 
b_reg := RAM(int_tar); 

A_CC <= orv(A_CC,b_ieg); 
int_pc := intj)c+l; 

P_C <= int_to_bitairay(int_pc); 
when "0111" => ~XOR 

IN_STR <= ir, 
tar := RAM(int_pc); 
int_tar := bitairay_toJnt(tar); 
b_reg := RAM(int_tar); 

A_CC <= xorv(A_CC,b_reg); 
int_pc := int_pc+l; 

P_C <= int_to_bitarray(int_pc); 
when "1000" => —LDI 

IN_STR <= ir, 

A_CC <= RAM(int_pc); 
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iiit_pc := inijK+l; 

P_C <= int;_to_bitairay(iiit_pc); 
when "1001" => —JUMP 

IN_STR<=ir, 
tar := RAM(int_pc); 

P_C <= tar, 
when "1010" => 

IN_STR <= ir, 
tar := RAM(int_pc); 
int^acc := bitaiTay_to_int(A_CC); 
if int_acc >=8 then 
P_C <= tar, 
else 

int_pc := int_pc+l; 

P_C <= int_to_bitarray(int_pc); 

caidif; 

when "1011" => 

IN_STR <= ir, 
b_reg :="0000"; 

int_acc bitairay_to_int(A_CC) 
+bitanay_to_int(b_icg)+l; 
A_CC <= int_to„bitaiTa 3 ^int_acc); 
P„C <= int_to_bitaiTay(int_pc); 
when "1100" => 

IN^STR <= ir, 
b_reg :=A_CC; 

A_CC <= addv(A_CC,b_reg); 

P«C <= int_to_lritarray(int_pc); 
when "1101" => 

IN_STR <= ir, 

A_CC <= "0000"; 

P«C <= int_to_bitaiTay(int jx;) ; 
when "1110" => 

IN_STR <= ir, 

b.rcg:="llir; 

A_CC <= xorv(A_CC,b_reg); 

P_C <= int_to_bitaiTay(int_pc); 
when others => 

IN_STR<="1111" after 2 ns; 

end case; 
okI process; 
end aicb^vS; 


—JAN 

—INCA 

-SHAL 

-CLA 

-CMA 
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APPENDIX B. PROGRAM OF CONTROLLER 

use woik.pack3.all; 
entity control is 

gcneric(MADEL, WDEL, ODEL, RDDEL, ENDEL, DISDEL, PER 
TIME); 

port ( DATA : inout r_word; 

RUN :inr_bit; 

A_ALU: in r_word; 

IRLEN : out r_bit; 

TLEN, TEN ; out r_bit; 

INC, PCL, PCE : out r_bit; 

ALEN, AEN, BLEN, ALUEN : out r_bit; 

CB : out r_word; 

REN, RD, WRITE : out r_bit); 

end control; 


use woik.pack3.all; 
architecture arcc of control is 
signal IRF: r_word; 

signal CLK, EXECUTE, FETCH ; boolean; 
signal CSEN, CSENE, CSENF, CSENS : r_bit; 
signal STOP, STOPE, STOPR : r.bit; 
signal RDB, RDE, RDF, IRLENF, IRLENB : r^it; 
signal WRITEF, WRITEE, WRITEB : r_bit; 
signal RENF, RENE, RENB : r_bit; 
signal TLENE, TENE, TENB, TLENB : r_bit; 
signal ALENE, ALENB, AENE, AENB : r.bit; 
signal BLENE, BLENB : r_bit; 
signal ALUENE, ALUENB : r.bit; 
signal INCE, INCF, INCB : r.bit; 
signal PCLE, PCLF, PCLB, PCEE, PCEF, PCEB : r.bit; 
begin 


SYSCLK: process(RUN, CLK, STOP) 
begin 

if (RUN=T) and (not RUNstable) then 
CLK <= true; 

elsif (RUN='r) and (STOP= '0*)then 
CLK <= transport not CLK after PER; 
end if; 
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end process SYSCLK; 


RUN_P: process(RUN) 
begin 

ifRUN=’r then 

STOPR <= ’O’; else 
STOPR <= T ; 
end if; 

end process RUN_P; 

STATE: process(RUN. CLK. CSEN, STOP) 
begin 

if (not RUN’stable) and (RUN=T') then 
CSENS<=T’; 

FETCH<=tnie; 

EXECUTE<=false; 

elsif (not CLK’stable) and (CLK) and (STOP=’0’) 
and (RUN=T’) and (CSEN=T’) then 
FETCT<=true; 

EXECJlJTE<=false; 

elsif (not (XK'stable) and (CLK) and (STOP=’0’) 
and (RUN=’r) and (CSEN=*0') then 
FETCH<=false; 

EXECUTE<=tnie; 
end if; 

end process STATE; 


FETCH_P: {vocess 
begin 

wait on FETCH until FETCH; 
PCEF<=T’ after MADEL; 
RENF<s='r after ODEL; 

RDF <= T’ after ODEL; 

WRITEF <= ’O' after ODEL; 
IRLENF <='l' after RDDEL ; 
wait for RDDEL; 

IRF <= DATA; 

P(rEF<=’0’ after ODEL; 
IRLENF<=’0' after ODEL; 

RDF <=’0’ after ODEL; 

INCF<='r after ODEL, 

'O' after ODEL+RDDEL; 
RENF<=:’0’ after ODEL+RDDEL; 


84 









--LDA 


CSENF<=‘0'; 
end inocess FETCH_P; 


EXECUTE.?; process 
begin 

wait on EXECUTE until EXECUTE; 
case ERF is 
when "OOOr => 

PCEE<=T’ after MADEL; 
RENE<=T’after ODEL; 

RDE<=T* after ODEL; 
WRrrEE<= 0* after ODEL; 
TLENE<=T' after ODEL; 
wait for RDDEL; 

PCEE<=’0' after ODEL; 
TLENE<=’0* after ODEL; 
RDE<='0’ after ODEL; 
RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<=T' after MADEL; 
RDE<=T’ after ODEL; 
RENE<=T' after ODEL; 
wait for RDDEL; 

ALENE<= r after ENDEL, 

•0’ after DISDEL; 
TENE<='0' after MADEL; 
RDE<= 0' after ODEL; 
RENE<='0' after ODEL; 
INCE<=T' after ODEL, 

'O’ after ODEL+RDDEL; 
RENE<=’0' after ODEL+RDDEL; 
when "0010" => 

PCEE<=T’ after MADEL; 
RENE<='r after ODEL; 
RDE<=’1’ after ODEL; 
WRITEE<=’0' after ODEL; 
TLENE<=T' after ODEL; 
wait for RDDEL; 

PCEE<=’0’ after ODEL; 
TLENE<= 0' after ODEL; 
RDE<=’0' after ODEL; 
RENE<=’0’ after ODEL+RDDEl/, 


-ADD 
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wait for PER; 
wait on CLK; 

TENE<=Tafter MADEL ; 

RENE<='r after ODEL; 

RDE<=’1’ after ODEL; 
wait for RDDEL; 

BLENE<=’r after ENDEL, 

'O' after DISDEL; 

RDE<='0’ after ODEL; 

TENE<= 0' after ODEL; 

INCE<='1' after ODEL, 

O' after ODEL+RDDEL; 
RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

CB<=''00ir after ODEL; 

ALUENE<='1' after ODEL+MADEL, 

'O' after 2*ODEL+RDDEL; 
ALENE<='1’ after ODEL+ODEL, 

'O' after 2*ODEL+RDDEL; 
when "0011" => -- 

PCEE<='1' after MADEL; 

RENE<='1' after ODEL; 

RDE<='1' after ODEL; 

WRITEE<='0' after ODEL; 

TLENE<=:’1' after ODEL; 
wait for RDDEL; 

PCEE<='0' after ODEL; 

TLENE<=:'0' after ODEL; 

RDE<='0' after ODEL; 

RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<='1' after MADEL; 

RENE<='1' after ODEL; 

RDE<='1' after ODEL; 
wait for RDDEL; 

BLENE<='1' after ENDEL, 

'0'after DISDEL; 

TENE<='0' after ODEL; 

RDE<='0' after ODEL; 

INCE<='1’ after ODEL, 

'O' after ODEL+RDDEL; 


SUB 
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RENE<=’0’ after ODEL+RDDEL; 

wait for PER; 

waitonCLX; 

CB<="1010" after ODEL; 
ALUENE<='r after ODEL+MADEL, 

•O' after 2*ODEL+RDDEL; 
ALENE<=’1’ after ODEL+ODEL, 

'O’ after 2*ODEL+RDDEL; 

when "0100" => 

PCEE<='r after MADEL; 

RENE<=’1' after ODEL; 

RDE<=T after ODEL; 

WRITEE<='0' after ODEL; 

TLENE<=’1’ after ODEL; 
wait for RDDEL; 

TLENE<= 0’ after ODEL; 

PCEE<=’0' after ODEL; 

RDE<=’0’ after ODEL; 

RENE<=’0’ after ODEL+RDDEL; 
wait for PER; 

TENE<='r ; 
wait on CLK; 

AENE<=T after MADEL; 

TENE<=’1’ after ODEL; 

RENE<='1' after ODEL; 

WRlTEE<=’r after ODEL; 
wait for WDEL; 

AENE<='0' after ODEL; 

TENE<= 0’ after ODEL; 

WRITEE<='0’ after ODEL; 

INCE<=’1' after ODEL, 

•0’ after ODEL+RDDEL; 
RENE<='0' after ODEL+RDDEL; 
when "0101" => 

PCEE<=1’ after MADEL; 

RENE<='r after ODEL; 

RDE<=’r after ODEL; 

WRITEE<='0' after ODEL; 
TLENE<=’r after ODEL; 
wait for RDDBL; 

PCEE<='0' after ODEL; 

TLENE<=’0’ after ODEL; 

RDE<=’a after ODEL; 


-STA 


-AND 
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'(y after ODEL-i-RDDEL; 

RENE<='0' after ODEL-fRDDEL; 
wait for PER; 
wait on CLK; 

CB<="0101" after ODEL; 

ALUENE<='r after ODEL+MADEL. 

•O' after 2*ODEL+RDDEL; 
ALENE<=’1' after ODEL+ODEL, 

•O' after 2*ODEL+RDDEL; 
when "0111" => —XOR 

PCEE<=T after MADEL; 

RENE<='1’ after ODEL; 

RDE<=’r after ODEL; 

WRITEE<=’0' after ODEL; 

TLENE<='1' after ODEL; 
wait for RDDEL; 

PCEE<=’0' after ODEL; 

TLENE<='0’ after ODEL; 

RDE<='0' after ODEL; 

RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<=’1' after MADEL; 

RENE<=T after ODEL; 

RDE<=’1' after ODEL; 
wait for RDDEL; 

BLENE<='r after ENDEL, 

•O'after DISDEL; 

TENE<=’0’ after ODEL; 

RDE<='0' after ODEL; 

INCE<=’1’ after ODEL, 

•O' after ODEL+RDDEL; 

RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

CB<="0100" after ODEL; 

ALUENE<='r after ODEL+MADEL, 

•O' after 2*ODEL+RDDEL; 
ALENE<= r after ODEL+ODEL, 

•a after 2*ODEL+RDDEL; 
when "1000" => —LDI 

PCEE<='1' after MADEL; 

RENE<='1' after ODEL; 
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RDE<='r after ODEL; 
WRITEE<='0* after ODEL; 
wait for RDDEL; 

ALENE<='1’ after ENDEL, 

'O' after DISDEL; 
PCEE<='0' after ODEL; 

RDE<='0' after ODEL; 

INCE<='1' after ODEL. 

'O' after ODEL-t-RDDEL; 
RENE<='0' after ODEL+RDDEL; 
when "1001" => 

PCEE<='1' after MADEL; 
RENE<='1' after ODEL; 
RDE<='1' after ODEL; 
WRITEE<='0' after ODEL; 
TLENE<='1' after ODEL; 
wait for RDDEL; 

RDE<='0' after ODEL; 

PCEE<='0' after ODEL; 
TLENE<=’0' after ODEL; 
RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on GJC; 

TENE<='l’after MADEL. 

'O'after ODEL+RDDEL; 
PCLE<='1’ after ODEL. 

'O' after ODEL+RDDEL; 
when "1010" => 

PCEE<='1' after MADEL; 
RENE<='1' after ODEL; 
RDE<='1' after ODEL; 
WRITEE<='0' after ODEL; 
TLENE<='1' after ODEL; 
wait for RDDEL; 

PCEE<='0' after ODEL; 
TLENE<='0' after ODEL; 
RDE<='0' after ODEL; 

INCE<='1' after ODEL. 

'O' after ODEL+RDDEL; 
RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 
if (A^ALU(3)='l') then 


—JUMP 


—JAN 
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TENE<=’r after MADEL, 

'O' after ODEL+RDDEL; 
PCLE<='1' after ODEL, 

'ey after ODEL+RDDEL; 

end if; 

when "1011" => 

DATA<="0000" after MADEL, 

"ZZZZ" after ODEL+RDDEL; 
BLENE<='1' after ODEL, 

'O' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 
wait for OD^+RDDEL; 

CB<="10ir after ODEL; 

ALUENE<='1' after ODEL+MADEL, 

'O' after 2*ODEL+RDDEL; 
ALENE<='1' after ODEL+ODEL, 

'O' after 2*ODEL+RDDEL; 

when "1100" => 

wait for ODEL; 

AENE<=:'1' after MADEL, 

'O' after ODEL+RDDEL; 
BLENE<='1' after ODEL, 

'O' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 
wait for ODEL; 

CB<="00ir after ODEL; 

ALUENE<='1' after ODEL+MADEL, 

'O' after 2*ODEL+RDDEL; 
ALENE<='1' after ODEL+ODEL, 

'O' after 2*ODEL+RDDEL; 

when "1101" => 

wait for ODEL; 

DATA<=:"0000" after MADEL, 

"ZZZZ" after ODEL+RDDEL; 
ALENE<='1' after ODEL, 

'O' after ODEL+RDDEL; 

when "1110" => 

DATA<="1 111" after MADEL, 

"ZZZZ" after ODEL+RDDEL; 
BLENE<='1' after ODEL, 

'O' after ODEL+RDDEL; 


INCA 
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wait for PER; 
wait on CLK; 
wait for OD^; 

CB<="0100" after ODEL; 

ALUENE<=’r after ODEL+MADEL, 

•0* after 2*ODEL+RDDEL; 
ALENE<=’r after ODEL+ODEL, 

•a after 2*ODEL+RDDEL; 

when others => 

STOPE<=T after ODEL; 
end case; 

CSENE<='r; 
end process EXECUTE_P; 


ALENB<=ALENE when not ALENE'quiet else 
ALENB; 

ALEN<=ALENB; 

AENB<=AENE when not AENE'quiet else 
AENB; 

AEN<=AENB; 

BL£NB<=BLENE when not BLENE'quiet else 
BLENB; 

BLEN<=BLENB; 

ALUENB<sALUENE when not ALUENE'quiet else 
ALUENB; 

ALUEN<=ALUENB; 

IRLENB<=:IRLENF when not IRLENFquiet else 
IRLENB; 

IRLEN<=IRLENB; 

TLENB<=TLENE when not TLENE’quiet else 
TLENB; 

TLEN<=TLENB; 

TENB<= TENE when not TENE'quiet else 
TENB; 

TEN<=TENB; 

INCB<=INCF when not INCFquiet else 
INCE when not INCE’quiet else 
INCB; 

1NC<=INCB; 

PCEB<=PC^ when not PCEE'quiet else 
PCEF when not PCEFquiet else 
PCEB; 

PCE<=PCEB; 


-HALT 

-ACC 

-B_REG 

-ALU 

-m 

-TAR 
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PQ3<sPCLE when not PCLEquiet else 
PCLB; 

PCL<=PCLB; 

RENB<=REI^ wheal not RENFquiet else 
RENE whra not RENE'quiet else 
RENB; 

REN<nRENB; 

RDB<=RDF when not RDFquiet else 
RDE whm not RDFquiet else 
RDB; 

RD<=RDB; _ _ 

WRITEB<=WR ITEF when not WRTIEFquiet else 
WRITEE when not WRTTEE'quiet else 
WRITEB; 

WRnB<=WRnEB; 

CSEN<=CSENF wl^ not CSENFquiet else 
CSENE when not CSENE'quiet else 
CSENS when not CSENS'quiet else 
CSEN; 

STOP<=STOPR when not STOPR'quiet else 
STOPE when not STOPE'quiet else 
STOP; 

end arcc; 


RAM 


--CHANGE 
STATE ENABLE 

—STOP CLOCK 
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APPENDIX C. MODIFIED SOURCE PROGRAM 

-TEST.BENCH COMPONENT-- 

entity tb is 
end tb; 


use woik.pack3.all; 
architecture arctb of tb is 
component control 

gcncric(MADEL. WDEL, ODEL, RDDEL, ENDEL, DISDEL, PER : 
TIME); 

pOTt( DATA : inout reword; 

RUN rinr.bit; 

A_ALU: in r_word; 

IRLEN : out r.bit; 

TLEN, TEN : out r_bit; 

INC, PCL, PCE : out r_bit; 

ALEN, AEN, BLEN, ALUEN : out r.bit; 

CB : out r_word; 

REN, RD, WRITE ; out r_biO; 
end component; 


component ram 

generic(RDDEL, DISDEL: TIME); 
port( RAM_I: in r_type; 

DATA : inout r_word; 

MA : in r_word; 

RD, WRITE; in r^bit; 

REN linr^it; 

RAM_0: out retype); 
end conqxMient; 


component ir 

port( DATAJ : in reword; 

IRLEN : in r.bit; 

IRO : out r_word); 

end cofiQxment; 


componrat tar 
generic(DISDEL: TIME); 
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port( TARI: in r.word; 
TARO: out r_word; 
TLEN : in r_bit; 
TEN :inr_bit); 
end conqimnent; 


conqponent pc 
generic(DISDEL: TIME); 
port( P_C : mout r_word; 
INC: in r_bit; 

PCL: in r_bit; 

PCE: in r_bit); 
end componrat; 


componoit acc 
generic(DISDEL: TIME); 
port( DATA : inout r_word; 
A_ALU: out r_woid; 
ALEN : in r_bit; 

AEN : in r_bit); 
end component; 


component Ineg 
port( DATAI: in r_word; 

B.ALU: out r_woid; 

BLEN ;inr_bit); 
end component; 
conqxment alu 
generic(DISDEL: TIME); 
port( ALUO : out r_word; 

A_ALU: in r_woid; 

B.ALU: in r_word; 

ALUEN: in r^bit; 

CB : in r_woid); 
rad component; 

for allxontrol use entity w<^control(aicc); 
for all:Tam use entity woriLram(arcram); 
for all:ir use entity woik.ir(arcir); 
for all:tar use entity work.tar(arctar); 
for allipc use entity woik.pc(aicpc); 
for alliacc use entity w(ffk.acc(arcacc); 
for allitveg use entity woik.breg(aicb); 
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for all:alu use entity work.alu(aicalu); 


signal REN. IRLEN, RUN : r_bit; 

signal ACC_0, XROi.word; 

signal ADDR_B : r_word; 

signal DATA_B: r_word; 

signal INC, PCL, PCE : r_bit; 

signal RD, WRITE, TLEN, TEN : r_bitl 

signal A_ALU, B_ALU, CB : r_word; 

signal ALEN, AEN, BLEN, ALUEN : r_bit; 

signal RAMJ .T_type :=("OOOr."inOV0100Vllir,"llir, 

"iiii"."iiiiviiio","oiir,"iiio". 

"1110".“! lOOVl 101 ".**11111100", 

"0001"); 

signal RAMLO: r_type; 
begin 

Clxontrol 

generic mi^40ns. 100ns, SOns, 15(His, Sns, 40ns, 500ns) 
port map (DATA_B, RUN, A^ALU, IRLEN, TLEN, TEN, INC. 

PCL, PCE. ALEN. AEN. BLEN, ALUEN. CB, REN, RD, 
WRITE); 

rl:ram 

generic msqpClOOns, SOns) 

port map (RAM.I, DATA.B, ADDR_B. RD, WRITE, REN, RAM_0); 
il:ir 

port nu^) (DATA_B. IRLEN, IRO); 

T1:TAR 

genaic inap(Sns) 

port map (DATA_B, ADDR_B, TLEN, TEN); 

Plrpc 

generic map(Sns) 

port map (ADDR_B, INC, PCL, PCE); 

Aliacc 

gen^c map(5ns) 

port map (DATA_B, A_ALU, ALEN, AEN); 

Bl'.breg 

port map (DATA B, B ALU, BLEN); 

ALULalu 
generic map(Sns) 

port map (DATA_B, A_ALU. B_ALU, ALUEN, CB); 

RUN <= *1*; 
end aictb; 
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-IR COMPONENT 

use woik.pack3idl; 
entity ir is 

poit( DATA_I : in r_word; 

IRLEN : in r.bit; 

IRO : out r_wonl := "ZZZZ"); 

end ir, 


use woik.pack3^; 
architecture arcir of ir is 
begin 

process(IRL£N) 

begin 

if IRLEN=::T' then 

IRO<=DATAJ; 

end if; 
end process; 
end arcir; 


-B_REG COMPONENT 

use woik.pack3^; 
entity Ineg is 

port( DATAI: in r word; 

B_ALU : out reword := "ZZZZ"; 
BLEN : in r_bit); 

end breg; 


use woric.pack3^; 
architecture arcb of breg is 
signal BB : r_woid; 
begin 

process(BLEN) 

begin 

ifBLEN=T'then 

BB<=DATAI; 

end if; 

B_ALU<=BB; 
endjvocess; 
end arcb; 


-ALU COMPONENT -- 

use work.pack3idl; 
entity alu is 
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geiimc(DISDEL: TIME); 
port( ALUO : out reword := "ZZZZ"; 
A_ALU ; in r_word; 

B_ALU : in r_word; 

ALUEN : in r_bit; 

CB : in r_woid); 

end alu; 


architecture arcalu of alu is 
signal ALUB : r.woid; 
begin 

proce^ ALUEN) 

variable addb: reword; 
begin 
case CB is 
when "001 r=> 

addb:=addv(A_ALU.B_ALU); 
when "1010" => 

addb:=subv(A ALU,B_ALU); 
when "0110" => 

addb;=andv(A_ALU,B_ALU); 
when "0101" => 

addb:=orv(A_ALU,B ALU); 
when "0100" => 

addb:=xorv(A.ALU,B ALU); 
when "1011" => 

addb:=inc_word(A_ALU); 
when "0111" => 

addb;="llll"; 
when othos => 

end case; 

if ALUEN='l’ then 
ALUO<^db; 
else 


—ADD,SHAL 
—SUB 
—AND 
—OR 

-XOR.CMA2 
—INCA 
—CMAl 

—LDAXDIJUMPJAN 
—CLA,HALT 


ALUO<="ZZZZ" after DISDEL; 

end if; 
end inocess; 


end arcalu; 


-ACC COMPONENT 

use woik.pack3.all; 
entity acc is 
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genm(DISDEL: TIME); _ 

port( DATA : inout r_word := "ZZZZ"; 
A_ALU : out r_word := "ZZZZ"; 
ALEN : in r_bit; 

AEN : in r_bit); 

endacc; 


use work.pack3^; 
architecture aicacc of acc is 
signal AGO: r_woid; 
begin 

process(ALENt AEN) 
begin 

if ALEN=’r then 

ACCB<=DATA; 
end if; 

if AEN=Tthen 

DATA<=ACCB; 

else 

DATA <= "ZZZZ" after DISDEL; 

end if; 

A_ALU<=ACCB; 

OKI process; 
endarcacc; 


-ram component - 

use woik.pack3^; 
entity ram is 

genaic( RDDEL, DISDEL ; TIME); 
port( RAM_I : in retype; 

DATA : inout r_woid "ZZZZ"; 
MA : in r_word; 

RD. WRITE ; in r_bit; 

REN : in r_bit; 

RAM_0 : out retype); 

end ram; 


use wotk.pack3adl; 
architecture arcram of ram is 
begin 

process(R£N) 

variable count:INTEGER:=0; 
vatiidrle ramb: r.type; 
begin 
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if countsO then 

ramb := RAMJ; 

RAM_0<=ramb; 
count := count+1; 

end if; 

ifREN=T then 

if (RD=’r)then 

DATA <= ramb(bitarray.to_int(MA)) after RDDEL; 
dse 

DATA <="ZZZZ" after DISDEL; 

end if; 

if (WRITE=*r) then 
ramb(lMtaiTay_.to_int(MA)) := DATA; 

end if; 
else 

DATA <= "ZZZZ" after DISDEL; 
end if; 

RAM_0 <= ramb after RDDEL; 
end process; 
end aicram; 


-PC COMPONENT- 

use work.pack3.all; 
entity pc is 

generic(DISDEL: TIME); 

port( P_C : inout r_word := "ZZZZ"; 

INC: in r_bit; 

PCL; in r_bit; 

PCE: in r_bit); 

end pc; 


use woik.pack3.all; 
architecture arcpc of pc is 
signal PCI: r.w^; 
begin 

process(PCE, INC, PCL, P_0 
begin 

if(PCE=T‘) then 

p_c<=pa; 

else 

P_C<="ZZZZ" after DISDEL; 

end if; 

if (INC=T’) and (not INCstable) then 
PQ<=inc_word(PCI); 
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end if; 

if(PCL=’r) then 
Pa<=P_C; 

rad if; 
end process; 
end aicpc; 


-tar component 

use woik.pack3^; 
entity tar is 

genraic(DISDEL: TIME); 
port( TARI: in r.word; 

TARO : out r.woid := “ZZZZ"; 
TUEN : in r_bit; 

TEN :inr_bit); 

end tar; 


use woik.pack3.all; 
architecture arctar of tar is 
signal TARB : r_word; 
begin 

process(TLEN, TEN, TARI) 
begin 

ifTLEN=Tthen 

TARB <= TARI; 

end if; 

if TEN=:T’ then 

TARO <= TARB; 
else 

TARO <= "ZZZZ" after DISDEL; 

end if; 
endjvocess; 
end arctar. 


- CONTROLLER - 

use wotk.pack3.all; 
entity control is 

graeric(MADEL, WDEL, ODEL, RDDEL, ENDEL, DISDEL, PER : 
TIME); 

port ( DATA : inout reword := "Z2ZZ"; 

RUN : in r_bit; 

A_ALU: in T_word; 

IRLEN : out r_bit; 

TLEN, TEN : out r_lrit; 
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INC, PCL, PCE; out r_bit; 

ALEN, AEN. BLEN, ALUEN : out r_bit; 
CB : out r_word; 

REN, RD, WRITE : out r_bit); 

end control; 


use woik.pack3.all; 
arcliitecture aicc of control is 
signal IRF: r_word; 

si gnal CLK, EXECUTE, FETCH : boolean; 
signal CSEN, CSENE, CSENF, CSENS : r_bit; 
signal STOP, STOPE, STOPR : r.bit; 
signal RDB, RDE, RDF, IRLENF, IRLENB : r.bit; 
signal WRTIEF, WRITEE, WRTIEB : r_bit; 
signal RENF, RENE, RENB : r.bit; 
signal TLENE, TENE, TENB, TLENB : r_bit; 
signal ALENE, ALENB, AENE, AENB : r_bit; 
agnal BLENE, BLENB : r.bit; 
signal ALUENE, ALUENB : r_bit; 
signal INCE, INCF, INCB : r_bit; 
signal PCLE, PCLF, PCLB, PCEE, PCEF, PCEB ; 
begin 


SYSCLK: ptocess(RUN, CLK, STOP) 
begin 

if (RUN=T’) and (not RUKstable) then 
CLK <s true; 

elsif (RUN=’r) and (STOP= •0’)then 
CLK <s transport not CLK after PER; 
end if; 

md process SYSCLK; 


RUNJ>:proccss(RUN) 

begin 

ifRUN=T'tlien 

STOPR <=’(r; else 
STOPR <= '1'; 
end if; 

end process RUN_P; 

STATE: process(RUN, CLK, CSEN, STOP) 
bpgin 

if (not RUN’stable) and (RUN= 1’) then 
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CSENS<=’r; 

FETCH<s=tnic; 

EXECLnH<=ffllsc* 

elsif (not CLK'stable) tmd (CLK) and (STOP='0') 
and (RUN=’l’) and (CSEN^T) then 
FETCH<=true; 

EXEanE<=falsc; 

elsif (not CLK'stable) and (CLK) and (STOPP'D') 
and (RUN='r) and (CSEN^'C) then 
FETCH<=false; 

EXECUTE<=true; 
rad if; 

end process STAIE; 


FETCH_P: process 
begin 

wait on FETCH until FETCH; 
PCEF<=:T after MADEL; 
RENF<=’r after ODEL; 

RDF <= ’1’ after ODEL; 

WRITEF <= '0* after ODEL; 
IRLENF <=’r after RDDEL ; 
wait for RDDEL; 

IRF <= DATA; 

PCEF<='0' after ODEL; 
IRLENF<=’0’ after ODEL; 

RDF <='0' after ODEL; 

INCF<=’r after ODEL, 

’O' after ODEL+RDDEL; 
RENF<='(r after ODEL+RDDEL; 
CSENF<=r’0’; 
end process FETCIL.P; 


EXECUTEJ*: process 
begin 

wait <m EXECUTE until EXECUTE; 

^ caseIRFis 

when "OOOr => 

PCEE<='1' after MADEL; 
RENE<='l'after ODEL; 
RDE<s'l' after ODEL; 
WRITEE<=’0’ after ODEL; 
TLENE<=’1' after ODEL; 


—LDA 
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wait for RDDEL; 

PCEE<=:*0' after ODEL; 
TLENE<=’0’ after ODEL; 
RDE<=’0' after ODEL; 

RENE<='0’ after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<='r after MADEL; 
RDE<=’r after ODEL; 

RENE<=’r after ODEL; 
wait for RDDEL; 

ALENE<='r after ENDEL, 

'O'after DISDEL; 
TENE<='0' after MADEL; 
RDE<=:'0' after ODEL; 

RENE<='0' after ODEL; 

INCE<='1' after ODEL, 

'O' after 0DEL4^RDDEL; 
RENE<='0' after ODEL+RDDEL; 
when "0010" => 

PCEE<='r after MADEL; 
RENE<=:'1' after ODEL; 

RDE<='1' after ODEL; 
WRITEE<*'0' after ODEL; 
TLENE<='1' after ODEL; 
wait for RDDEL; 

PCEE<='0’ after ODEL; 
TLENE<='0' after ODEL; 
RDE<='0' after ODEL; 

RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<='l'after MADEL ; 
RENE<^'1' after ODEL; 

RDE<='1' after ODEL; 
wait for RDDEL; 

BLENE<='1' after ENDEL, 

'O' after DISDEL; 
RDE<='0' after ODEL; 

TENE<='0' after ODEL; 

INCE<='1' after ODEL, 

'O' after ODEL+RDDEL; 
RENEcs'O' after ODEL+RDDEL; 


—ADD 
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wait for PER; 
wait on CLK; 

CB<="00ir after ODEL; 

ALUENE<=’r after ODEL+MADEL, 

•ff after 2*ODEL+RDDEL; 
ALENE<=’r after ODEL+ODEL, 

•O' after 2*ODEL+RDDEL; 

when "0011" => 

PCEE<=T after MADEL; 

RENE<s'l' after ODEL; 

RDE<='1' after ODEL; 

WRITEE<='0’ after ODEL; 

TLENE<=1' after ODEL; 
wait for RDDEL; 

PCEE<='0' after ODEL; 

TLENE<=’0‘ after ODEL; 

RDE<=’0' after ODEL; 

RENE<=’0’ after ODEL+RDDEL; 
wait for reR; 
wait on CLK; 

TENE<='r after MADEL; 

RENE<=’r after ODEL; 

RDE<=’r after ODEL; 
wait for RDDEL; 

BLENE<=’r after ENDEL, 

•O'after DISDEL; 

TENE<=’0’ after ODEL; 

RDE<=’(y after ODEL; 

INCE<='1’ after ODEL, 

•O' after ODEL+RDDEL; 
RENE<=’0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

CB<="1010" after ODEL; 

ALUENE<='r after ODEL+MADEL, 

•O’ after 2*ODEL+RDDEL; 
ALENE<=’r after ODEL+ODEL, 

•O’ after 2*ODEL+RDDEL; 

when "0100" => 

PCEE<=T after MADEL; 

RENE<=:’r after ODEL; 

RDE<=i'l' after ODEL; 

WRnEE<='0' after ODEL; 


SUB 


STA 
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TLENE<=’1’ after ODEL; 
wait for RDDEL; 

TLENE<=*0‘ after ODEL; 
PCEE<='0’ after ODEL; 

RDE<=’0’ after ODEL; 
RENE<=’0' after ODEL+RDDEL; 
wait for PER; 

TENE<=’r ; 
wait on CLX; 

AENE<=T after MADEL; 
TENE<=‘r after ODEL; 
RENE<=T after ODEL; 
WRrrEE<=T after ODEL; 
wait for WDEL; 

AENE<=’0’ after ODEL; 
TENE<=’0' after ODEL; 
WRITEE<=*0* after ODEL; 
INCE<= r after ODEL, 

•O' after ODEL+RDDEL; 
RENE<='0’ after ODEL+RDDEL; 
when "OlOr => 

PCEE<=’r after MADEL; 
RENE<=T after ODEL; 

RDE<=T after ODEL; 
WRITEE<=’0' after ODEL; 
TLENE<=’r after ODEL; 
wait for RDDEL; 

PCEE<='Cr after ODEL; 
TLENE<='0’ after ODEL; 
RDE<=’(y after ODEL; 

RENE<=’0’ after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<='l’after MADEL ; 
RENE<=’r after ODEL; 
RDE<=’1’ after ODEL; 
wait for RDDEL; 

BLENE<='1' after ENDEL, 

•O'after DISDEL; 
TENE<=’0’ after ODEL; 

RDE<=’(y after ODEL; 

INCE<='1' after ODEL, 

•O' after ODEL+RDDEL; 


—AND 
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RENE<='0' after ODEL+RDDEL; 
wait for PER; 
wait on CXIC; 

CB<="0110" after ODEL; 

ALUENE<=’r after ODEL+MADEL, 

•or after 2*ODEL+RDDEL; 
ALENE<=T after ODEL+ODEL, 

•O’ after 2*ODEL+RDDEL; 
when "0110" => —OR 

PCEE<=’r after MADEL; 

RENE<=’r after ODEL; 

RDE<=T after ODEL; 

WRITEE<= 0* after ODEL; 

TLENE<= r after ODEL; 
wait for RDDEL; 

PCEE<='(y after ODEL; 

TLENE<=0’ after ODEL; 

RDE<=‘0’ after ODEL; 

RENE<=*0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<=’l’after MADEL ; 

RENE<='1’ after ODEL; 

RDE<=’1' after ODEL; 
wait for RDDEL; 

BLENE<=’r after ENDEL, 

•O’aft^DISDEL; 

TENE<= 0' after ODEL; 

RDE<=’(y after ODEL; 

INCE<=’1’ after ODEL, 

•Cr after ODEL+RDDEL; 

RENE<= 0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

CB<="010r after ODEL; 

ALUENE<= r after ODEL+MADEL, 

•O’ after 2*ODEL+RDDEL; 
ALENE<=T after ODEL+ODEL, 

•O’ after 2*ODEL+RDDEL; 

when "0111" => —XOR 

PCEE<= r after MADEL; 

RENE<=’r after ODEL; 

RDE<== r after ODEL; 
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WRITEE<s'0’ after ODEL; 

TLENE<='r after ODEL; 
wait for RDDEL; 

PCEE<='0’ after ODEL; 

TLENE<=’0* after ODEL; 

RDE<='0’ after ODEL; 

RENE<=’0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<=’r rfter MADEL; 

RENE<='r after ODEL; 

RDE<=’r after ODEL; 
wait for RDDEL; 

BLENE<= r after ENDEL, 

*0' after DISDEL; 

TENE<=’0' after ODEL; 

RDE<=’0’ after ODEL; 

INCE<=T after ODEL. 

•O' after ODEL+RDDEL; 
RENE<=’0’ after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

CB<="0100" after ODEL; 

ALUENE<=’r after ODEL+MADEL, 

•O' after 2*ODEL+RDDEL; 
ALENE<=’r after ODEL+ODEL, 

•O' after 2*ODEL+RDDEL; 

when "1000" => 

PCEE<=’r after MADEL; 

RENE<=T after ODEL; 

RDE<=T after ODEL; 

WRITEB<e'0’ after ODEL; 
wait for RDDEL; 

ALENE<=’r after ENDEL, 

•O'after DISDEL; 

PCEE<='0* after ODEL; 

RDE<='a after ODEL; 

INCE<='r after ODEL, 

XT after ODEL+RDDEL; 
RENE<s'0' after ODEL+RDDEL; 
when "1001" => 

PCEE<= r after MADEL; 

RENE<='1' after ODEL; 


-LDI 


JUMP 
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RDE<=’r after ODEL; 

WRrrEE<=*0’ after ODEL; 

TLENE<='r after ODEL; 
wait for RDDEL; 

RDE<s'0' after ODEL; 

PCEE<=’0' after ODEL; 

TLENE<=’0’ after ODEL; 

RENE<=’0' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 

TENE<='raftcr MADEL, 

'ffafter ODEL-t-RDDEL; 
PCLE<=’r after ODEL. 

O' after ODEL-i>RDDEL; 

when "1010" => 

PCEE<=:’r after MADEL; 

RENE<= r after ODEL; 

RDE<=*r after ODEL; 

WRITEE<=’0' after ODEL; 

TLENE<=T after ODEL; 
wait for RDDEL; 

PCEE<='0’ after ODEL; 

TLENE<= 0’ after ODEL; 

RDE<='a after ODEL; 

INCE<='r after ODEL, 

•O’ after ODEL+RDDEL; 
RENE<= 0’ after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 
if (A_ALU(3Kr) then 

TENE<=’1’ after MADEL, 

•(X after ODEL+RDDEL; 
PCLE<=’r after ODEL, 

•O’ after ODEL+RDDEL; 

end if; 

when "1011" => 

DATA<="0000" after MADEL, 

"ZZZZ" after ODEL+RDDEL; 
BLENE<=:’r after ODEL. 

•O’ after ODEL+RDDEL; 
wait for PER; 
wait (m CLK; 
wait for OD^+RDDEL; 


JAN 


INCA 
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CB<="10ir after ODEL; 

ALUENE<=’r after ODEL+MADEL, 

•O' after 2*ODEL+RDDEL; 
ALENE<=’1’ after ODEL+ODEL, 

•O' after 2*ODEL+RDDEL; 

when "1100" => —SHAL 

wait for ODEL; 

AENE<='1' after MADEL, 

•O' after ODEL+RDDEL; 

BLENE<='1' after ODEL. 

•O' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 
wait for OD^; 

CB<="00ir after ODEL; 

ALUENE<='1' after ODEL+MADEL, 

•O' after 2*ODEL+RDDEL; 
ALENE<='1' after ODEL+ODEL, 

V after 2*ODEL+RDDEL; 
when "1101" => —CLA 

wait for ODEL; 

DATA<="0000" after MADEL, 

"ZZZZ" aftCT ODEL+RDDEL; 
ALENE<='1' after ODEL. 

•O'after ODEL+RDDEL; 

when "1110" => ~CMA 

DATA<="llir after MADEL, 

"ZZZZ" after ODEL+RDDEL; 
BLENE<='1' after ODEL, 

•O' after ODEL+RDDEL; 
wait for PER; 
wait on CLK; 
wait for ODl^; 

CB<=:"0100" after ODEL; 

ALUENE<='r after ODEL+MADEL, 

•O' after 2*ODEL+RDDEL; 
ALENE<=1' after ODEL+ODEL. 

•a after 2*ODEL+RDDEL; 

when othos => —HALT 

ST0PE<=1' after ODEL; 
end case; 

CSENE<='1'; 
end process EXECUTE.P; 
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—ACC 


ALENB<=ALENE whm not ALENE'quiet else 
ALENB; 

ALEN<=ALENB; 

AENB<=AENE when not AENE'quiet else 
AENB; 

AEN<=AENB; 

BL£NB<=BLENE when not BLENE'quiet else 
BLENB; 

BLEN<=BLENB; 

* ALIJENB<=ALUENE when not ALUENE'quiet else 

ALUENB; 

^ ALUEN<=ALUENB; 

IRLENB<=IRLENF when not IRLENFqiiiet else 
mUENB; 

IRLEN<=:IRLENB: 

TLENB<=TLENE when not TLENE’quiet else 
TLENB; 

TLEN<=TLENB; 

TENB<s TENE when not TENE'quiet else 
TENB; 

TEN<=TENB; 

INCBcsINCF when not INCFquiet else 
INCE when not INCE'quiet else 
INCB; 

INC<=INCB; 

PCEB<=P C^ when not PCEE'quiet else 
PCEF when not PCEFqui^ else 
PCEB; 

PCE<=PCEB; 

PCLB<=PCLE when not PCLEquiet else 
PCLB; 

PCL<=PCLB; 

. RENB<=RENF when not RENFquiet else 

RENE when not RENE'quiet else 
RENB; 

t REN<=RENB; 

RDB<sRDF when not RDFquiet else 
RDE when not RDE’qniet else 
RDB; 

RDcs^lDB; 

WRnEB<»WRrrEF when not WRTTEPquiet else 
WRUEE when not WRTTEE'quiet else 


—B_REG 
—ALU 

—IR 

—TAR 

—PC 


—RAM 
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WRITEB; 

WRnE<=WRITEB; 

CSEN<s=CSENF when not CSENFquict else 
CSENE when not CSENE'q.'iet else 
CSENS when not CSENS'qui^ else 
CSEN; 

STOP<=STOPR wh«n not STOPR'quiet else 
STOPE when not STOPE'quiet else 
STOP; 

end arcc; 


—CHANGE 
—STATE ENABLE 

—STOP CLOCK 
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